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W& MILLER, INC.
~ Environmental Services

A Heidemij company

September 29, 1995

Mr. Ken Theisen

USEPA Region V

Enforcement & Emergency Response Branch
77 West Jackson Boulevard

Mail Code HSE-5J

Chicago, Illinois 60604-3590

Re:  Sylvan Slough Site, Rock Island, Illinois
Administrative Order on Consent
Docket No. V-W-94-C242

Dear Mr. Theisen:

In accordance with the project schedule stated in our April 15, 1995 letter and later amended in
our August 1, 1995 meeting, Geraghty & Miller, Inc. has completed the groundwater pumping tests at
the Sylvan Slough Project Site located in Rock Island, Illinois. Enclosed please find three copies of the

Aquifer Pumping Test Report.

If you have any questions related to the information presented herein or require any additional
information, please do not hesitate to call me or Mr. Greg Vanderlaan.

Sincerely,

GERAGHTY & MILLER, INC.

James P. Auer
Project Engineer

cc: Edith Ardiente/Navistar
Greg Jeffries/BNR
Cary Periman/Latham & Watkins
Jake Holdreth/Oppenheimer, Wolff & Donnelly
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AN\

Raym?d M. Flynn :
taff Hydrogeologis
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Project Engineer
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James A. Hill
Asgociate/Principal Scientist
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INTRODUCTION

Geraghty & Miller, Inc. was retained by Navistar International Transportation Corp.
(Navistar) and Burlington Northern Railroad (BNR) to perform the aquifer pumping test pilot
study activities described in the approved May 1995 Pilot Study Work Plan (Geraghty & Miller
1995a). Navistar and BNR have jointly entered into an Administrative Order on Consent (Order)
with Region V of the United States Environmental Protection Agency (USEPA) to stop the
discharge of oil from the Navistar, BNR, Quad City Industrial Center (QCIC), and Iowa Interstate
Railroad, Ltd. (ITR) properties (Sylvan Slough Project Site) located in Rock Island, Illinois into
Sylvan Slough, a tributary of the Mississippi River. Figure 1 depicts the location of the Sylvan
Slough Project Site and Figure 2 defines the property ownership in the vicinity of the site.

The aquifer pumping test was performed as part of the continuing efforts of Navistar and
BNR to evaluate the Sylvan Slough Project Site to determine the most effective means of
stopping the discharge of oil into the slough. This Groundwater Pumping Test Analysis Report
has been prepared to describe the field activities that were conducted, interpret the additional
hydrogeological data that was gathered during the field activities, and present an analysis of the
aquifer pumping test data. This report has been prepared to fulfill the obligations of Navistar and

BNR under the terms of the Order.

Based on the data collected during the Initial and Phase II site investigations and the analysis
presented in the Phase II Site Investigation Report (Geraghty & Miller 1995b), the remedial
alternatives evaluation indicated that the installation of an active groundwater recovery and treatment
system at the Sylvan Slough Project Site would likely be the most effective means of preventing the
discharge of oil to the Sylvan Slough. The active groundwater recovery system would consist of a line
of recovery wells placed along a transect running parallel to the slough in an east-to-west
configuration. The aquifer pumping tests were performed to determine if the proposed alternative was

feasible. The aquifer pumping tests were conducted to:
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2

e determine the hydraulic properties of the aquifer near the bank of Sylvan Slough where oil and

oil residuals are discharging to the niver;

e determine the feasibility of remediating the site by means of a line of recovery wells installed

along a transect running parallel to the slough; and,
e determine if pumping is feasible at the Sylvan Slough Project Site.

To meet the objectives stated above, the Work Plan for the aquifer pumping tests was divided

into three tasks:
1) monitoring and recovery well installation;
2) aquifer step and constant rate tests; and
3) aquifer pumping test analysis.

The well installation task consisted of the completion of three initial test borings across the site
in an east-to-west configuration along the proposed line of recovery wells to serve as test sites for the
location of the recovery (pumping) wells to be used in the aquifer pumping tests. The Work Plan
called for the test borings to be completed as monitoring wells along with the installation of a fourth
monitoring well between the line of initial test borings and the slough. The hydrogeology in the vicinity

of the water table at the three test boring locations would be characterized and the locations most likely

to have the highest and lowest transmissivities would be identified by:

¢ visually describing and logging soil samples collected on a continuous basis from the surface to

the bottom of each test boring (well) location,

GERAGHTY & MILLER, INC.
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e performing grain-size analyses on selected soil samples from each test boring (well) location;

and,
o performing slug tests at each location.

The Work Plan called for the installation of a recovery well at the observed high and low
transmissivity locations if there was less than one inch of product in the corresponding observation
wells. If a location showed more than one inch of free product, then that location would be rejected as
a recovery well location. If two or three of the observations wells contained more than one-inch of
product or if the three observation wells were not diverse enough in terms of transmissivity, a second

round of test borings was required.

If the installation of the additional test boring locations failed to produce locations that met the
selection criteria (i.e. less than one inch of product and diverse transmissivities), the two pumping test
wells would be installed at those locations least affected by the free product, providing the possibility
that one or both of the pumping test wells could be located in an area with free product greater than a
few inches in total thickness. Under these circumstances, Geraghty & Miller would explain to the
USEPA within 30 days of this determination how the effects of the presence of more than a few inches

of product would impact the performance of the pumping test.

The Pilot Study Work Plan called for the performance of aquifer pumping tests at two
separate recovery well locations. The recovery wells would be located at high and low
transmissivity zones as determined by the monitoring well installation program. The Work Plan
stipulated that aquifer step and 48-hour constant rate pumping tests would be conducted at each
recovery well location. The two aquifer pumping tests were designed to provide a reliable range for
the hydraulic conditions that can be expected for the full-scale system of recovery wells which is the

proposed remedial alternative for intercepting oil and oil residuals that are migrating into the slough.

GERAGHTY & MILLER. INC.



MONITORING AND RECOVERY WELL INSTALLATION

A total of 26 borings were completed during the test well installation and recovery well
installation programs conducted during the months of June, July, and August 1995 as part of the
Pilot Study Work Plan at the Sylvan Slough Project Site. The reasoning behind the installation of

each of the wells is discussed later in this section. The 26 borings were completed as follows:
e two were completed as recovery wells in the upper fill unit (RW-1 and RW-2);
e one was completed as a recovery well in the lower sand and gravel unit (RW-3);

e nine were completed as monitoring wells in the upper fill unit (GM-20S, GM-22S, GM-
23S, GM-248S, GM-25S, GM-26S, GM-27S, GM-28S, and GM-29YS);,

e ten were completed as monitoring wells in the lower sand and gravel unit (GM-19D, GM-
20D, GM-22D, GM-23D, GM-24D, GM-25D, GM-26D, GM-27D, GM-28D, and GM-
29D);

e one was completed as a monitoring well screened across both the upper and lower units

(GM-21); and,

e two were completed as monitoring wells across both the upper and lower units during the
initial boring installation phase (GM-20 and E-5) and subsequently abandoned since there
existed a potential for cross-contamination due to the fact that the wells were screened

across both the upper and lower units.

The wells were used to define the extent of free product and determine the hydrogeologic

properties of the deposits underlying the site. Specific details related to each of the 26 soil

GERAGHTY & MILLER, INC.
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boring/well location are shown on the soil boring/monitoring well construction logs provided in

Appendix A.

Geraghty & Miller installed monitoring wells at the three initial test boring locations (W-5
and E-5) and between the location of the proposed line of recovery wells and the slough (GM-20)
at the Sylvan Slough Project Site on June 8 and 9, 1995 consistent with the Pilot Study Work
Plan. Except for the westernmost initial test well location (W-5), all of the monitoring wells
contained in excess of 0.1 feet of free product. During the initial exploration activity, Geraghty &
Miller was unable to delineate the extent of free product to the east and could not identify two
acceptable recovery well locations using the selection criteria defined in the Pilot Study Work
Plan (i.e., less than one-inch of free product and potentially diverse transmissivities). As a result
and consistent with the Work Plan, Geraghty & Miller needed to return to the Sylvan Slough
Project Site to install additional test wells to determine the eastern extent of free product and to

identify potential recovery well locations.

The second phase of the test well installation program was performed on June 21 through
23, 1995. At the completion of the second test well installation event, Geraghty & Miller
confirmed that the migration of oil into Sylvan Slough was not occurring solely due to the
migration of oil on top of the water table. The initial conceptual model of the oil migration in the
subsurface consisted of free product floating on the shallow water table within the unconsolidated
fill deposits. During the initial and second phases of exploratory drilling at the Sylvan Slough
Project Site, Geraghty & Miller observed that the fill deposits are underlain by a very firm to stiff
silty clay that was identified as the former topsoil layer prior to the deposition of the foundry sand
fill materials in the 1940s and 1950s. In the area adjacent to the slough, the silty clays are

underlain by saturated sand and gravel.

While drilling, Geraghty & Miller observed at several of the initial test well (boring)
locations (C-5, E-5, and GM-20) that the free product layer within the unconsolidated fill deposits

was thin to absent; however, once the silty clay was penetrated, free product (diesel fuel) was

GERAGHTY & MILLER, INC.
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encountered. Further drilling confirmed that the silty clay layer was trapping the free product
below the unconsolidated fill and acting as a barrier to migration of the product on the shallow
water table. The less dense diesel fuel could not rise to the water table surface in the overlying fill

deposits and remained trapped atop the sand and gravel unit.

Based upon our observations, the silty clay appears to act as a local confining unit that
inhibits groundwater flow between the saturated unconsolidated fill deposits and the underlying
sand and gravel unit. Moving southward away from the slough, the sand and gravel thins until the
silty clay directly overlies the shale bedrock, as observed during previous drilling activities
performed at the IIR property. Geraghty & Miller suspects that areas exist where the silty clay is
thin or absent, such as old erosional features or drainageways, and the sand and gravel unit is in
direct contact with the saturated unconsolidated fill deposits allowing for hydraulic connection
between the two units. The localized cross-connection of the sand and gravel and the fill deposits

could account for the localized nature of observed hydrocarbons in the slough.

Due to concerns about monitoring wells screened across the fill deposits and the sand and
gravel acting as conduits for oil being introduced into the unconsolidated fill deposits, Geraghty &
Miller abandoned the two initial test wells (Test Wells GM-20 and E-5) during the second phase
of well installation activities. Although it is screened across both units, Test Well W-5 (renamed
GM-21) was not abandoned due to the fact that no free product was noted in either the fill
deposits or the underlying sand and gravel unit. The abandoned test well locations (GM-20 and
E-5) were replaced by two paired monitoring well locations with shallow wells screened in the fill
above the confining layer (GM-20S and GM-23S) and deeper wells screened in the sand and
gravel below the confining layer (GM-20D and GM-23D). In addition, paired monitoring wells,
GM-228 and GM-22D, were installed at the location of the third initial test boring location (C-5)
specified in the Pilot Study Work Plan. The locations of these newly installed monitoring wells

are depicted on the monitoring well location map provided in Appendix B.

GERAGHTY & MILLER, INC.
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Since the eastern extent of free product in the lower sand and gravel unit was not
delineated in the previous drilling phases, a third phase of the test well installation program was
conducted on July 26, 27, 31 and August 1, 1995. To delineate the eastern extent of free product
at the Sylvan Slough Project Site in the lower sand and gravel unit, one additional test well pair
(GM-26S and GM-26D) was installed along with a well screened in the lower sand and gravel
unit (GM-19D) located proximate to Monitoring Well GM-19 which was installed during a
previous investigative phase and screened in the fill unit. The locations of the wells installed
during the third installation phase are depicted on the monitoring well location map provided in
Appendix B. Two soil borings were completed to the underlying bedrock during the third well

installation phase to determine the thickness of the lower sand and gravel unit.

At the completion of the third phase of test well installation, Geraghty & Miller held a
meeting with USEPA Region V and the United States Coast Guard (USCQG) at the Sylvan Slough
Project Site on August 1, 1995. During the meeting, Geraghty & Miller discussed the following:

e each phase of monitoring well installation;
o revised hydrogeological conceptual model of the migration of oil into the slough;

¢ location of the recovery wells; and,

e performance of aquifer pumping tests in the upper fill deposits and lower sand and gravel

unit rather than at the locations exhibiting the highest and lowest transmissivities.
The discussions held during the August 1, 1995 meeting were summarized by Geraghty & Miller

and forwarded to USEPA and USCG in a memorandum dated August 28, 1995 (Geraghty &
Miller 1995¢).

GERAGHTY & MILLER. INC.
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Subsequent to the meeting with USEPA and USCG, Geraghty & Miller installed three
recovery wells, two screened across the upper fill unit (RW-1 and RW-2) and one screened across
the lower sand and gravel unit (RW-3), to be used for the aquifer pumping tests. In addition to
the three recovery wells, three additional paired monitoring well locations were installed
proximate to the recovery wells (5, 15, and 30 feet away from the recovery wells) to be used to
monitor aquifer performance during the aquifer pumping tests (GM-27S, GM-27D, GM-28S,
GM-28D, GM-29S, and GM-29D. The recovery wells and additional monitoring well locations
were installed on August 14 to 18, 1995. The locations are depicted on the monitoring well

location map provided in Appendix B.

As a result the test well installation program and subsequent analysis of the field data,
Geraghty & Miller concluded that the free product occurred as a thin, discontinuous layer in the
upper fill deposits and as a thicker, more continuous layer trapped by the silty clay layer at the top
of the sand and gravel unit. The hydrocarbons observed entering Sylvan Slough are believed to
be caused by free product entering the upper fill deposits through the windows and thinnings in
the silty clay layer from the underlying sand and gravel. The product then flows through the fill

and discharges to the slough.

CONCEPTUAL MODEL OF HYDROGEOQLOGIC CONDITIONS

The conceptual model of the hydrogeologic conditions encountered at the Sylvan Slough
Project Site was further refined based upon field observations made by Geraghty & Miller during

the monitoring and recovery well installation program.

LOCAL GEOLOGY

The conceptual model of the oil migration in the subsurface originally consisted of free
product floating on the shallow water table within the fill and sand and gravel deposits underlain

by bedrock. Based on the results of the monitoring and recovery well installation program of the

GERAGHTY & MILLER, INC.
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aquifer pumping test pilot study, Geraghty & Miller has refined the conceptual model of the local

site geological setting.

The borings completed during the monitoring and recovery well installation program
located immediately adjacent to the slough demonstrate that the upper subsurface deposits consist
of fine-to-medium grained sandy fill material containing limestone and sandstone pebbles and
fragments of slag and metal. The upper fill unit is generally 19 to 21 feet thick across the Sylvan
Slough Project Site immediately adjacent to the slough. The thickness of the upper fill unit
decreases to the south to between 0.5 and 3.5 feet in the area south of the IIR property. To the
north, approximately 20 feet north of the line of newly installed wells, the fill deposits end

abruptly at the bank of the slough.

The lowermost three to four feet of the fill deposits are saturated immediately along the
slough. The saturated thickness of the fill decreases towards the south before the unit becomes
unsaturated beneath the IIR property. Thin, isolated patches of free product have been observed
on the water table within the saturated fill deposits between Monitoring Wells GM-20S and GM-
19S (Appendix B).

The upper fill deposits are underlain by a layer of stiff, silty clay. The clay is believed to
be the former topsoil layer that formed the ground surface before being overlain by the foundry
sand fill materials. Several of the borings drilled to the south of the Navistar property at the
Sylvan Slough Project Site during the Initial and Phase II site investigations also encountered this
unit reflecting its widespread distribution below the entire area. The silty clay layer ranged
between 2 and S feet in thickness in the borings completed during the monitoring and recovery
well installation program. However, Geraghty & Miller suspects that the silty clay layer is locally
absent in some areas, producing holes or windows in the silty clay where the fill is in direct

contact with the underlying sand or sand and gravel.

GERAGHTY & MILLER. INC.
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Elevation data show that the silty clay layer slopes gently towards the slough. The upper
and lower surfaces of the clay layer are irregular reflecting the topography of the site prior to
infilling. Free product has been observed coating the clay in many of the recently drilled boring
locations.  Additionally, free product was observed in the lower sand and gravel unit at
thicknesses of greater than one foot at boring locations where no diesel was observed in the upper

fill deposits. Specific examples include GM-20S and GM-25S.

The silty clay layer is underlain by coarse sand and gravel deposits containing trace to
small amounts of silt. The gravel is well-rounded, consists of pebbles with variable composition,
and exhibits a coarse-sand matrix that occasionally forms discrete layers. The site investigation
data show that the sand and gravel unit is thickest close to the river and pinches out to the south.
The unit was not detected in the borings completed near the former railroad passenger station on

the south side of the IR property. The sand and gravel is fully saturated in the area closest to the

river.

Geraghty & Miller completed two borings to the base of the lower sand and gravel unit to
determine its thickness. The boring completed to a total depth of 46 feet below land surface
adjacent to Monitoring Well GM-21D encountered an overall thickness of 17 feet for the lower
sand and gravel unit, while the second boring completed to a total depth of 56 feet below land
surface adjacent to Monitoring Well GM-23D noted an overall thickness of 38 feet. Black, fissile
shale (bedrock) was observed underlying the sand and gravel unit at both boring locations. The
shale has also been encountered in borings completed on the BNR and IIR properties. No free

product was noted in the bedrock at any of the current or previous boring locations.

Groundwater levels are above the top of the lower sand and gravel unit reflecting the
confining effect of the overlying silty clay. The deposit is under unconfined conditions further to
the south where it forms the shallowest saturated unit below much of the IIR property. Based
upon our observations, the silty clay appears to act as a local confining unit that inhibits

groundwater flow between the saturated unconsolidated fill deposits and the underlying sand and

GERAGHTY & MILLER. INC.
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gravel unit. Moving southward away from the slough, the sand and gravel pinches out until the
silty clay directly overlies the shale bedrock which was observed previously at the IIR property.
Geraghty & Miller suspects that areas exist where the silty clay is thin or absent, such as old
erosional features or drainageways, and the sand and gravel unit is in direct contact with the
saturated fill deposits allowing for hydraulic connection between the two units. The localized
cross-connection of the sand and gravel and the fill deposits could account for the localized nature

of observed hydrocarbon release to the slough.

Free product, ranging in thickness from 1.0 to 3.0 feet, have been observed in the sand
and gravel between GM-22D to the west and GM-25D to the east. The presence of free product
in the lower sand and gravel unit is independent of its presence in the upper fill deposits. Product
thicknesses are greatest in those areas where the elevation of the base of the silty clay layer is
higher than its surroundings. The presence of free product in the highest part of the lower sand
and gravel unit reflects the density difference between the free product and groundwater. The
downward-sloping surface of the silty clay layer traps the free product below the clay and

prevents it from discharging directly to the slough.

LOCAL HYDROGEOLOGY

A conceptual model of the local hydrogeology at the Sylvan Slough Project Site was
developed using the geologic data gathered from boring logs (Appendix B), physical soil analyses,
and slug testing. Grain-size analyses and slug tests showed that the soils associated with the
upper fill deposits and lower sand and gravel unit are relatively permeable. A more detailed
discussion is presented in the Hydraulic Conductivity Testing section of this report. The

intervening silty clay layer is believed to less permeable.

Water-level measurements have been used to determine the groundwater flow regime
underlying the Sylvan Slough Project Site. Water-level data show that groundwater flows from

the south to the north in the upper fill deposits. Horizontal hydraulic gradients of between 1x10?

GERAGHTY & MILLER. INC.
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and 1x107 feet per foot (f/ft) have been measured in this unit. Horizontal gradients become
gentler approaching the slough, reflecting the increase in saturated thickness and transmissivity to
the north. Horizontal hydraulic gradients in the lower sand and gravel unit of between 1x10” and
1x10™ ft/ft have been observed along the slough. The lower gradient is believed to be a reflection

of the higher hydraulic conductivity of the deeper unit.

Water-level differences of up to 2.5 feet have been noted between shallow and deep paired
monitoring well locations. The static water-levels in the upper fill deposits are higher than those
observed in the lower sand and gravel reflecting a downward hydraulic gradient between the two
units. Based on vertical gradients, groundwater appears to flow from the upper fill deposits
through the silty clay layer into the lower sand and gravel unit. However, free product was
observed to flow upward from the lower unit to the upper fill unit, opposite of the vertical
groundwater flow direction. The migration of free product from the lower sand and gravel unit to
the water table in the fill is due to differences in product density between water and the diesel fuel
product. As a result, it is believed that free product discharges to slough from the sand and gravel
unit via the upper fill deposits and its related seepage faces along the bank of the slough.

Groundwater in the lower sand and gravel unit discharges directly to the slough.

PUMPING TEST ANALYSIS

As amended in the August 1, 1995 meeting with the USEPA and USCG (Geraghty &
Miller 1995c¢), Geraghty & Miller conducted aquifer pumping tests in the shallow water table unit
above the confining clay layer and the lower sand and gravel at the Sylvan Slough Project Site.
The Work Plan originally called for the groundwater pumping tests to be performed at the well
locations exhibiting the highest and lowest transmissivities based on the original conceptual model
for the hydrogeology of the site as it related to the migration of oil into the slough. The
conceptual model of the oil discharging to the slough was revised to reflect the presence of a local
confining layer that was trapping free product in the lower sand and gravel unit and allowing it to

migrate into the shallow unit by thinnings or absence of the confining layer.

GERAGHTY & MILLER, INC.
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The principal objective of the two groundwater pumping tests was to determine the
hydraulic conductivity of each respective unit. Secondary objectives included estimates of the
vertical hydraulic conductivity of the intervening aquitard, the degree of hydraulic connection
between the aquifer units and Sylvan Slough, the storage properties of the system, and the vertical
anisotropy of the units. Anisotropy is the ratio of horizontal hydraulic conductivity to vertical
hydraulic conductivity. These hydraulic properties would provide the design parameters
necessary for any type of remedial system that may be installed at the Sylvan Slough Project Site

to stop the discharge of oil into the slough.

HYDRAULIC CONDUCTIVITY TESTING

Prior to performing the tests, geologic borings, grain-size analyses, and slug tests were
performed to obtain an initial estimate of the thickness and permeability of the shallow and deeper
units as well as the intervening aquitard. The borings indicate that the average saturated thickness
of the shallow water-bearing unit in the upper fill deposits is 3.5 feet, the average thickness of the
aquitard is 3 feet, and the thickness of the lower sand and gravel unit is estimated at 34 feet. As
described in the Local Geology section of this report, the lower sand and gravel unit is underlain

by less permeable shale.

Grain-size analyses performed by CGC, Inc. of Madison, Wisconsin on selected soil
samples collected during the on-site drilling activities show a clear distinction between the upper
water-bearing unit and lower sand and gravel unit. The results of the grain-size analysis are
summarized in Table 1 with complete copies of the data provided in Appendix C. The Hazen
formula was applied to the distribution curves to estimate hydraulic conductivity. When the soil
matrix of the sample was well-sorted, the more accurate Masch-Denny formula (Masch and
Denny 1966) was applied to the distribution curves to estimate hydraulic conductivity. Based on
the grain-size analyses, the coarse sand in the lower unit exhibit a hydraulic conductivity of several

hundred feet per day (ft/day) while the finer sand (i.e., fill material) in the shallow unit exhibits a

GERAGHTY & MILLER. INC.
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value that is lower by about one order of magnitude, consistent with the observed hydraulic

gradients.

The same permeability contrast between the upper and lower units observed in the grain-
size analyses was evident in the slug tests that were performed on select monitoring wells at the
Sylvan Slough Project Site. The hydraulic conductivity values determined from the slug tests are
summarized in Table 2. The range of hydraulic conductivity values, as determined from the slug
test analysis, were 1.84x10” to 9.60x10” centimeters per second (cm/sec) or 0.05 to 27.0 ft/day
for the shallow unit and 1.90x10 to 4.70x10 cm/sec or 0.50 to 133 ft/day for the lower sand

and gravel unit.

Geraghty & Miller is cognizant of the fact that estimates of hydraulic conductivity values
using grain-size analysis and slug tests are representative of only a small volume of the subject
water-bearing unit. In a homogeneous deposit, the analysis of a small volume of the subject
water-bearing unit may be sufficient to characterize the overall permeability of the unit. In
heterogeneous deposits, preferential pathways may exist that are difficult to detect by grain-size

analyses and slug testing, but enhance the overall permeability of the unit.

The shallow water-bearing unit consists primarily of fill materials and i1s expected to be
fairly heterogeneous. The lower sand and gravel unit consists of alluvial material, including very
coarse channel deposits. Based on the limits of the grain-size and slug testing methods, the
hydraulic conductivity estimates presented above for the lower sand and gravel unit are expected
to be biased low. It is also worth noting that the slug test results in both units will be biased low
due to the low permeability “skin” around the borehole produced during drilling. The “skin”
refers to the smearing of the borehole wall by the augers that occurs during drilling. Groundwater
pumping tests overcome these biases since they sample a large volume of the water-bearing unit

and the “skin” effect on drawdown results in observation wells is negligible.

GERAGHTY & MILLER, INC.
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SHALLOW PUMPING TEST

Monitoring Well GM-29S, which is screened across the saturated fill materials in the
shallow water-bearing unit, was pumped for 10 hours on August 25, 1995 at a constant rate of
1.0 gallon per minute (gpm). During the test, transducers and data recorders were placed at the

following well locations:

e GM-29D: a well screened in the lower sand and gravel unit located at a radial distance of

4 feet from the test well;

e RW-2: a well screened in the upper unit located at a radial distance of 5 feet from the test

well; and,

e RW-3: a well screened in the upper unit located at a radial distance of 30 feet from the test

well.

Wells RW-2 and RW-3 were originally installed to serve as pumping wells in the shallow unit.
However, due to the limited recharge of RW-2 and RW-3 observed during well development,
Geraghty & Miller determined that Monitoring Well GM-29S would be better suited to sustain a

constant pumping rate in order to complete the pumping test in the shallow unit.

The drawdown curves generated during the pumping test analysis for the test well (GM-
298S) and the three observation wells (GM-29D, RW-2, and RW-3) are provided in Appendix D.
Monitoring Well GM-22S, which is located at a radial distance of approximately 320 feet from

the test well and designated a background well, was also monitored. Monitoring Well GM-22S

was unaffected by pumping.

The water levels in the pumping (test) well display "runaway" drawdown at the end of the

test (Figure D-1). It is hypothesized that the upper part of the shallow unit is slightly more
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permeable than the lower part in the vicinity of GM-29S. Because the initial saturated thickness
of the test well was 3.5 feet, the dewatering of the shallow water-bearing unit around the test well
during the course of the test reduced the effective transmissivity to a point where it could no

longer sustain pumping at 1.0 gpm after 10 hours.

The response of the pumping well to discharge cannot be used to calculate aquifer
parameters since the drawdown was affected by well inefficiency. Moreover, examination of the
log-log drawdown curve for RW-2 suggests that the response of this well is also inappropriate for
analysis. The early straight-line segment of the drawdown curve for RW-2 (Figure D-2) opens
the possibility that the drawdown pattern in this well is affected by casing storage in the pumped
well. It is clear that the well screened in the lower sand and gravel unit located 4 feet from the
pumping well, GM-29D, cannot be used to deduce the transmissivity of the shallow unit. The
small response in this well suggests limited leakage between the upper and lower units, but the
drawdown is so insignificant (less than 0.03 ft) that it could be due to background effects
associated with barometric pressure or river stage changes. In any event, the drawdown curve for

GM-29D (Figure D-3) is not useful to calculate shallow hydraulic conductivity.

The pattern of drawdown for RW-1 shown in Figure D-4 is typical of an unconfined
aquifer. This well is located far enough away from the pumped well (30 feet) that it likely
provides a indication of the average aquifer properties of the upper water-bearing unit. The
widely used Neuman method for determining aquifer properties in the case of unconfined,
anisotropic aquifers and partially penetrating wells was applied to the drawdown curve exhibited
on Figure D-4. A computer model to implement the solution distributed by the United States
Geological Survey (USGS) (Moench 1993) allowed the predicted response for assumed hydraulic
parameters to be superimposed on the observed drawdown curve. The results shown on Figure

D-4 include the following aquifer parameters and conditions:

o full penetration of the pumping well and observation well;

e horizontal hydraulic conductivity (K») = 20 ft/day (7.0x10” cm/sec);
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e vertical hydraulic conductivity (K,) = 1 ft/day (3.5x10™ cm/sec);
e saturated thickness = 3.5 feet;

e specific yield (S,) = 0.1;

e pumping rate = 1.0 gpm; and,

e upward leakage through the aquitard is assumed negligible.

The fit of the drawdown curve for RW-1 that was achieved is excellent. The S, value is
reasonable for a short-term pumping test. The K, value is within the range indicated by the grain-
size analyses and, as expected, is at the high end of the slug test results due to the "skin-effect"
bias. The K, value implies a vertical anisotropy (the ratio of K, to K,) of 20:1. The goodness-of-
fit is sensitive to all these parameters, including the vertical anisotropy. In summary, the results
from RW-1 indicate that the shallow water-bearing unit acts as an unconfined aquifer with a
hydraulic conductivity of 20 fi/day, which corresponds to a hydraulic conductivity value typically

associated with a fine sand matrix.

DEEP PUMPING TEST

Recovery Well RW-3, which is screened across the lower sand and gravel unit, was
pumped for 12 hours on September 5 and 6, 1995 at a constant rate of 75 gpm. Given the
geometry of the lower sand and gravel unit, Geraghty & Miller expected the results of the
pumping test in the lower unit to respond as a leaky, confined aquifer. The lower unit pumping

test consisted of the following segments:

* An aquifer step test was performed on the lower sand and gravel unit which determined

that the optimum pumping rate was between 75 and 100 gpm.

» Static water levels were measured for a period of 17 hours prior to the pumping test to

assess the groundwater flow direction and determine the relationship between the
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elevation of surface water in the slough (i.e., river stage) to the water levels recorded in

the lower unit.

e The lower unit was pumped for a period of 12 hours at a constant rate of 75 gpm while

water levels were monitored in nearby wells.

e Static water levels were measured for a recovery period of 12 hours following the

termination of pumping.

The river stage, using a staff gauge located 75 feet from the pumping well (RW-3), and
barometric pressure, using a local barometer, were monitored every two hours during the test. A
flow meter was used to verify that the discharge rate of 75 gpm was constant. The holding tanks
used to contain discharge water were located approximately 700 feet west of the pumping well to
avoid any potential impacts on the drawdown measurements from the accumulating weight of the

contained water.

During the performance of the pumping test, Geraghty & Miller monitored water levels in
wells with transducers/data loggers and manually. Water-level monitoring included wells
screened in both the upper and lower units. The wells that were monitored during the pumping
test consisted of GM-19S, GM-19D, GM-22S, GM-22D, GM-23D, GM-27S, GM-27D, GM-
28S, GM-28D, GM-29S, and GM-29D. Monitoring Wells GM-23D and GM-29S were
monitored manually while transducers and data loggers were used for the remaining wells that
were monitored. The drawdown curves for the pumping (test) well (RW-3) and the nearby
monitoring wells during the background, drawdown, and recovery periods are provided in

Appendix E.

During the background period, the change in water levels was consistently upward in deep

wells, which is equivalent to a decrease in drawdown. No discernible change was noted in the
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shallow well water levels. Examination of the drawdown curves for all the wells screened in the
lower unit that were monitored during the background period, RW-3 (Figure E-1), GM-27D
(Figure E-3), GM-28D (Figure E-5), GM-29D (Figure E-7), GM-22D (Figure E-10), and GM-
19D (Figure E-12), shows a very strong agreement with the rising background trend. Well RW-3
is the pumping (test) well, GM-27D, GM-28D, and GM-29D are monitoring wells located within
40 feet of the test well (RW-3), and GM-22D and GM-19D are monitoring wells located 292 feet
to the west and 857 feet to the east of the test well (RW-3), respectively. The pumping well and
nearby observation wells (those located within 40 feet) showed a water-level rise of 0.25 feet
during the background monitoring period, the distant observation wells (GM-22D and GM-19D)

a rise of approximately 0.38 feet, and the slough a rise of nearly 0.40 feet.

The data clearly show that the lower unit is in connection with the slough and responds
directly to a change in river stage (i.e., elevation of the surface of the water in the slough). It
follows that the slough cuts down to a depth that is at least as deep as the upper part of the lower
sand and gravel unit or the former topsoil layer ended at the old river bank. The efficiency of the
transmission of the change in stage as a pressure wave to the observation wells implies that the
river bed of the slough is not silted or the amplitude of the pressure wave would be blunted, and
the hydraulic conductivity of the lower unit is high or the pressure wave would not rapidly
propagate to the observation wells. A pressure wave is caused by fluctuations in the level of the

river that impacts the lower sand and gravel unit by altering the confining pressure.

However, the drawdown curves in Appendix E also show that the drawup response noted
at the beginning of the background period flattens and virtually disappears by the time the test
started. This finding corresponds to the fact that the river stage stopped rising shortly before the
test began and, during the active pumping (drawdown) and recovery periods, only fluctuated by
several hundredths of a foot. Based on the fact that the fluctuation of the river stage was
negligible during the drawdown and recovery periods, no correction was necessary to take

account for changes in the river stage despite the good connection between the river and the

aquifer.
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The contrast between the change in water levels in the shallow and deep wells is
significant. The drawdown curves for Wells GM-27S (Figure E-2), GM-28S (Figure E-4), and
GM-22S (Figure E-9), which are screened in the upper fill unit, do not move with the river stage.
The absence of a response does not necessarily mean that the slough is not connected to the
shallow aquifer. The surveying results suggest that the slough intersects the unconsolidated fill
material over a few feet. The absence of a response suggests that the hydraulic conductivity of
the shallow unit is significantly lower than the deep unit and, as a result, is unable to readily
convey the pressure wave. This conclusion was tested by comparing the quantitative results of

the pumping tests of the shallow unit with the lower unit.

The background response of GM-19S is anomalous. Figure E-11 shows that it
experienced a drawup similar in magnitude to the wells screened in the lower unit. However,
there is a strong suspicion that because this well was installed before the stratified nature of the
system was fully understood and may breach the aquitard and is open to the top of the lower sand
and gravel unit. Therefore, GM-19S may be better classified in the context of the pumping test as

a well screened in the lower unit.

The drawdown and recovery responses of the observation wells were analyzed to deduce
the hydraulic parameters of the lower unit. Before describing the analysis, it is worth noting that
no correction was needed to any of the drawdown or recovery data. As stated previously, the
river stage was nearly constant once pumping was initiated. The barometer was constant to the
nearest 0.01 feet of water during the drawdown test; it changed only 0.04 feet of water during the
recovery period. While there is undoubtedly some noise in the data due to these and possibly

other mechanisms, it is too small and too random to be subject to a reliable correction.

The well pairs at GM-19 and GM-22 were intended as background wells. The water
levels at GM-19, located about 850 feet away from RW-3, are almost flat during the drawdown
and recovery periods (Figures E-11 and E-12). This result is important due to the fact that it

confirms the conclusion that no correction was needed to the data. The water levels at GM-22S
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are also flat (Figure E-9), indicating that the drawdown cone from RW-3 does not extend up into
the upper fill unit at a distance of 283 feet away. However, there is a response in GM-~22D, which
is screened in the lower unit and is located adjacent to GM-22S (Figure E-10). GM-22D is
unique in the fact that it suggests a continuing drawup pattern at the beginning of the test of about
0.04 feet over 2 hours. This trend is subsequently reversed as the pressure wave reaches the well
inducing an apparent drawdown of 0.08 to 0.09 feet by the end of active pumping period.
Unfortunately, during the recovery period, it was discovered that at some time during the test the
cable holding the transducer had slipped, which may have artificially added to drawup. Because
of this interference, it was decided to note that the cone of depression likely extends from RW-3
to GM-22D; however, given the drawdown magnitude is unclear, GM-22D will be excluded from

the pumping test analysis.

The objective of the pumping test analysis was to deduce hydraulic parameters from the
drawdown responses at GM-27S, GM-27D, GM-28S, GM-28D, GM-29D, and GM-23D located
at radial distances of 5.3 feet, 5.7 feet, 15.9 feet, 20.3 feet, 36.9 feet, and 42.9 feet respectively,
from the test well (RW-3). GM-29S and GM-23S which are screened in the upper fill unit were
located too far from RW-3 to show any drawdown response; therefore, like the designated
background wells GM-19S, GM-19D, and GM-22S, they were excluded from the pumping test

analysis.

The pumping test analysis of the lower sand and gravel unit was performed using the
computer model known as MODFLOW (McDonald and Harbaugh 1984). MODFLOW is a
numerical model that uses a three-dimensional, finite-difference code. A groundwater model was
used rather than the conventional leaky-type curve approach for confined aquifers because of the
effect of the slough on the drawdown. Inspection of the drawdown curves indicates that the
presence of the slough curtailed the response to pumping and led to a "premature" flattening of
the drawdown curves. This boundary effect cannot be easily accommodated by the type-curve
method. A MODFLOW model can explicitly incorporate the effect of the slough as well as the

presence of the aquitard, the shallow aquifer, the vertical anisotropy within each unit, and the
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partial penetration of the pumping well. The results of the MODFLOW model are provided in

Appendix F.

The model was constructed with four layers and a non-uniform spacing of rows and
columns as shown on Figure F-1. For purposes of modeling, the lower unit was divided into two
layers in order to incorporate the partial penetration of the deep well. The observation wells
screened in the lower unit are all screened at elevations that correspond to the top of the third
layer. In plan view, the model consists of 51 columns, numbered from south to north, and 43
rows, numbered from west to east. The node at column 26, row 18, used to simulate the location
of the pumping well, has column and row dimensions of 0.5 feet by 0.5 feet. A ratio of 1.4 was
used to expand the column and row dimensions to each side (i.e., columns 25 and 27 have widths
of 0.7 feet, rows 17 and 19 also have widths of 0.7 f, etc.). The entire grid extends 15,746 feet
in the north-south direction and 8,405 feet in the east-west direction. These dimensions are large

enough to remove all boundary effects on model calculations except that of the nearby slough.

Figure F-2 shows the section of the grid located within several hundred feet of the
pumping well, RW-3, the location of the holding tanks relative to the monitoring wells, and the
location of the slough. The model cells intersected by the east bank of the slough are treated as
constant-head cells in layers 1, 2 and 3 of the model. The use of a constant-head condition
implies no extra head loss through the slough bed, an assumption justified by the pronounced
response of the deep wells to changes in slough stage. Figure F-3 depicts a magnified view of the
grid in the vicinity of the pumping well (RW-3), and the location of the observation wells used in

the pumping test analysis relative to the grid spacing.
Model inputs consists of distinct K, and K, values for the upper fill unit (layer 1), the

aquitard (layer 2), and the lower sand and gravel unit (layers 3 and 4). The model results are also

sensitive to the S, value assigned to layer 1 and the storage coefficients assigned to layers 3 and 4.
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The strategy used in "calibrating” the model was to fit as well as possible, at as many well
locations as possible, the drawdown observed near the end of the active pumping period by
selecting an appropriate horizontal and vertical hydraulic conductivity in the lower sand and
gravel unit. For this purpose, arithmetic plots of drawdown versus time were used (see Figure F-
4 for an example). Subsequently, the other parameters were calibrated by inspecting the early
part of the curve through the use of semi-log plots (see Figure F-5 for an example). A difficulty
immediately encountered was that the drawdown registered at the deep well located
approximately S feet from the pumping well, GM-27D, is less than the drawdown registered at the
deep well located approximately 15 feet from the pumping well, GM-28D. This anomaly
immediately suggests that the lower unit is heterogeneous. The alteration of very coarse axial (or
channel lag) deposits with somewhat finer channel or overbank deposits in the three-dimensional
alluvial package is what likely accounts for the anomaly in drawdown. It is likely that GM-27D is
located in a less permeable section of the lower unit than GM-28D and that the drawdown cone
seeks the more permeable section of the unit causing greater drawdown at GM-28D. This result
is well established for heterogeneous aquifers in contrast to the case for homogeneous aquifers

where more drawdown indicates lower transmissivity.

During the calibration process, it was found that a model fit appropriate for GM-28D
provided adequate fit for the other wells, with the exception of GM-27D; by contrast, a good fit
with GM-27D causes a poor fit with all the other well locations. Based on these findings, it was
decided that the estimated hydraulic conductivity value of the lower unit matching the drawdown
and recovery observed at GM-28D was more representative of the overall conditions of the lower

sand and gravel unit.

Figure F-6 shows that the fit for late-time drawdown at GM-28D is acceptable using a K,
value of 450 ft/day (1.6x10 cm/sec) and a K, value of 90 fi/day (3.2x10 cmv/sec). Figures F-7
and F-8 show that this same value provides an acceptable fit for GM-29D and GM-23D,

respectively. As expected, the fit for GM-27D in Figure F-4 is not acceptable.
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In the model, a K, value of 20 ft/day, a K, value of 1.0 ft/day, and a S, of value of 0.1
were assumed for the upper fill unit based on the results of the shallow unit pumping test. The
remaining parameters that needed to be quantified were the K, of the aquitard and the storage
coefficient of the lower unit. It should be noted that the model is sensitive to these parameters,
but nearly completely insensitive to two other model inputs, the K, and storage coefficient of the
aquitard. It was possible to estimate the storage coefficient of the lower unit by matching the
observed and simulated drawdown and recovery on a semi-log plot giving greater weight to the
early time data. Again, GM-28D was used as the standard. Figure F-9 indicates that an
acceptable match is achieved for this well when the storage coefficient of the deep aquifer is set to
0.02. The match in Figure F-10 for GM-29D is acceptable. Data are lacking for GM-23D
(Figure F-11) and, as expected, the match is poor for GM-27D (Figure F-5).

The value of 0.02 for the confined storage coefficient is high, but not expected if the water
table drops into the lower unit or if there are windows in the aquitard. The lower unit is
unconfined at a distance of several hundred feet to the south of the pumping well, likely too far
away to impact the pumping test. It seems more likely that the lower sand and gravel unit is
taking advantage of some release of water through the draining of pores in the vicinity of the
windows in the aquitard or through connection to the slough. However, the large head difference
shown in the water table and potentiometric maps for the upper and lower units suggests that

these windows must be narrow.

An effort was made to estimate the K, of the aquitard by adjusting its value in the model
to simulate the drawdown observed in the shallow wells GM-27S and GM-28S (Figures F-12 and
F-13). Because the drawdown in these wells was on the order of 0.02 to 0.03 feet, it was difficult
to separate noise from true drawdown. However, the model best reproduced these levels with a
K, value of 0.03 ft/day (1.0x10”° cm/sec). This hydraulic conductivity is appropriate for a clayey

silt and implies that the unit will allow relatively little leakage between the upper and lower units.
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The analysis of the pumping test conducted in the lower sand and gravel unit produced the

following hydraulic parameters:

K (shallow) = 20 ft/day;
K, (deep) =450 ft/day;
K, (shallow) = 1.0 ft/day;
K, (deep) = 90 ft/day;
K, (aquitard) = 0.03 ft/day;
S,=0.1; and,
Storage coefficient (deep) = 0.02.

The hydraulic conductivity value for the lower sand and gravel unit is appropriate for a coarse

sand and likely reflects the importance of channel deposits in the makeup of the system.

CONCLUSIONS

Based on the data collected during this investigation, Geraghty & Miller has made the

following conclusions:

e The shallow-most unconsolidated materials in the northern portion of the Sylvan Slough
Project Site adjacent to the slough consist of an approximately 20-foot thick layer of fine-
to-medium grained sandy, unconsolidated fill material containing fragments of slag and

metal. Approximately 3.5 feet of the unconsolidated fill is saturated.

e The unconsolidated fill is underlain by a 2-to-5 foot thick layer of silty clay which acts as a

local confining layer to the lower sand and gravel unit.

e The lower sand and gravel unit, which is underlain by shale, was observed to range in

thickness from 17 to 38 feet adjacent to the slough.
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Hydraulic connections are believed to exist between the upper fill deposits and the lower

sand and gravel deposits through windows or thinnings of the confining silty clay layer.

The majority of the free product observed during the monitoring and recovery well

installation was found in the lower sand and gravel unit.

There is a downward vertical gradient from the unconsolidated fill to the lower sand and
gravel unit, while free product leaks vertically upward from the lower sand and gravel unit

through the “windows” in the confining layer.

The unconsolidated fill unit groundwater pumping test performed at a constant rate of 1.0
gpm for a period of 10 hours showed the effects of pumping at a distance of 30 feet from

the test well.

A monitoring well screened in the lower sand and gravel unit located 4 feet from the upper
unit test well showed an insignificant drawdown (0.03 feet) in response to pumping in the
unconsolidated fill indicating the potential for limited leakage between the unconsolidated
fill and lower sand and gravel unit. However, the limited drawdown may have been
caused by background effects associated with barometric pressure or river level changes,

rather than leakage between units.

The unconsolidated fill acts as an unconfined aquifer with a hydraulic conductivity of 20

ft/day and is not strongly influenced by changes in the water level in the slough.

The lower sand and gravel unit groundwater pumping test performed at a constant rate of
75 gpm for a period of 12 hours showed that the lower unit is in connection with the
slough and responds directly to a change in river stage (i.e., elevation of the water surface

of the slough).
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The heterogeneity of the lower sand and gravel unit is shown by the drawdown observed
in the water level in monitoring wells screened in the lower sand and gravel unit. The
observed drawdown in the water level at GM-28D, located 15 feet away from the test
well, was greater than the drawdown observed in the water level at GM-27D, located 5

feet away from the test well.

The storage coefficient of 0.02 for the lower sand and gravel unit is considered to be high
and may be affected by the release of water due to the draining of pores in the vicinity of
the “windows” in the silty clay confining layer, or through connection to the slough.
However, the head difference between the water table map for the unconsolidated fill and
the potentiometric map for the lower sand and gravel unit, respectively, suggests that the

“windows” must be narrow.

The pumping test results indicate that the proposed line of recovery wells adjacent to the
slough would be a feasible remedial technology to mitigate the discharge of oil into the
slough. The recovery well system conceptual design will be revised to address the
findings of the pumping tests. However, based on the findings of the pumping tests,
Geraghty & Miller will also evaluate alternate remedial technologies within the timeframe

of the overall project schedule.
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Table 1. Hydraulic Conductivity Estimation from Grain-Size Distribution, Sylvan Slough Project Site,
Rock Island, lllinois.

K (Hazen) K (Masch-Denny)
Boring/Depth d10 cm/sec dso d9s ds d85s d15 cm/sec
Class/Unit mm ft/day mm mm mm mm mm ft/day
GM-21/13-15 ft bls | 0.0757 0.0057 0.32 4.50 0.007 0.80 0.165 0.004
SP-SM/Upper 16 11
GM-21/17-19 ft bls | 0.1321 0.017 NA
SP-SM/Upper 48
GM-21/18-25 ft bls | < 0.0015 NA NA
ML/Aquitard
GM-22/12-14 ft bis | 0.1279 0.0016 NA
SP-SM/Upper 46
GM-22/16-18 ft bls | 0.0999 0.010 0.28 0.80 0.020 0.52 0.16 0.009
SP-SM/Upper 28 26
GM-22/22-24 ft bls | 0.2198 0.048 NA
SP/Lower 137
GM-23D/34-36 ft bls| 0.3648 0.130 0.65 1.30 0.24 1.05 0.419 0.050
SP/Lower 377 142
GM-23D/36-38 ft bis| 0.3972 0.160 NA
GW/Lower 447
GM-23D/38-40 ft bis| 0.3319 0.110 NA
GP/Lower 312
GM-23D/40-42 ft bls 0.1637 0.027 NA
SP-SM/Lower 76
GM-23D/49-51 ft bls{ 0.2848 0.081 NA
GP-GM/Lower 230
Summary of Resuits
Unit Range (ft/day) Average (ft/day)
Upper 1110 48
Lower 76 to 447 263

Notes:

1. K denotes the hydraulic conductivity value which is expressed in centimeters per second (cm/sec) and feet per

day (ft/day).

2. Calculation of K in cm/sec using the Hazen formuia: K = 1.0xd10xd10 (in mm) is applicable when d10 is greater

than 0.1 mm and less than 3.0 mm.
3. Calculation of K using the Masch and Denny reference is applicable only when the grain-size spread is small.

GRAINSZE XLS
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Tabte 2. Hydraulic Conductivity Estimation from Slug Test Results, Sylvan Slough Project Site,
Rock Island, lllinois.

Monitoring Well Identification K, Hydraulic Conductivity

{cm/sec)

GM-20S (in) 7.73E-03

GM-20S (out) 4 91E-04

GM-20D (in) 8.99E-02

. GM-20D (out) 4.79E-03
GM-22S (in) 2.10E-04

GM-228S (out) 2.67E-04

GM-238 (in) 1.87E-05

GM-23S (out) 1.80E-05

GM-24D (in) 1.64E-03

- GM-24D (out) 1.43E-03
GM-258 (in) 2.97E-03

GM-25S (out) 1.62E-02
GM-25D (in) 2.40E-04

= GM-25D (out) 1.45E-04

Notes:
1. At each well location, "in" refers to the hydraulic conductivity measurement taken as the slug
was placed into the well and "out" refers to the hydraulic conductivity measurement taken as

the slug was pulled out of the weli.

»

SLUGTEST.XLS
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APPENDIX A

Well Location Map

GERAGHTY & MILLER, INC.
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Boring/Well Construction Logs
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MONITORING WELL GM-19S

Navistar/BNR
Rock Islang, Illinois

Project No.: C10299.004

Loggea by: Laura Craven

Driting Co.: Rock & Sail
QOriller: Ron House

Sampling Method: Sclit-Spoon

Measuring Pt. Elev.. NA

Date Dritleq: July 11 § 12, 1994
Driling Methoa: 4 1/4" dia. hollow stem auger

Surtace Eiev.. NA

| - g 1 R GENERALIZED DESCRIPTION WELL DIAGRAM
sz S & |82 3 £z
syl S (8]l g1 & 29
o= |~ z ol a i 3 3 =
=] 2| : ]
a ] [
HE===2 CONC Cap
4 g 13738 STl CONCRETE j \
0.0 | g V//,ﬂ St AN %
-1 g FILL. gravel. base coarse mater:ai, fine concrete \
§ 21-115 - N
0.0 : powader \
s §
7 V- Oark brown, moist fine sana material at Cement / —'—_-'§
5 0.0 |48—1§33- ///{' 175 to 2 feet B8entonite Grout §
0 8- ‘
8 F/."' Gravel, base coarse fill at 2 to 2.4 feet §
10-17- - 3
100 0 5 Black, moist, tine sana, loose at 2.4 1o 5.5 2" Scheguie 40 \
19-1 1 feet PVC Riser
= .
4 10-20- 4 Rus!, tan and black sand at 5.5 to 6 feet
02| g-18 | | VA4 %
104 T Black. with htte rust, moist, fine sand, § —10
| 10-13~- - [ trace fine to coarse gravei and siat at 6 §
00 | 5-18 T o {0 10 teet §
100 47-29 :.' ! SAND: black, moist, fine, trace coarse gravel and §
] . 21-21 + S slag, few rust spots at 10 to 12.5 feet
15— 10-15- o Black. fine sand to coarse gravel-sized gz::"““e Chip 15
30 | 13-15 slag and coal, dry at 12.5 to 12.7 feet
12-24 -~ r s Tan and dbfack at 13.5 to 22 feet R
100 120-27 ’ . =
] s 3" cobble, fused sand ang slag, hght gray - -
o rock at (6.8 to I7.1 feet -
dOO 8“7' | p— -
0| 19-20 [ 1=
20— o 2" Stainiess -{ |20
8-9~ ] Water table at 20.5 feet Steel 0.010" Siot = |
100} g-y5 o Screen -
. 1 L Black. saturated. fine sand. medium dense, =
{10 T-7- hydrocarbon-like odor at 22 to 25.4 feet =i IF
Ol 7-8 =
. o 1=l r
25—" 75.0 26—-38_ T :1 Sang Pack ~————»1 - E —25
4 L // cL CLAY: gray, wet, stiff, some silt = =
115.0 A Gray, moist to wet, stitf, some siit, trace roots, = o
| black staining, hydrocarbon-iike odor, sheen =
observed; sand heaving into augers, also wire |
7 and wood caught in bit at 26 to 27.5 feet 0
30 Gray, saturated, fine to coarse gravet, L 3
4 subanguiar, to rounged, sheen at 27.3 to 27.5
| feet 5
End of Boring at 27.5 Feet

Fie: a\navistar\GM-19.l0g
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MONITORING WELL GM-18D

Soil Investigation
Rock Isiand, Iilinors

Measuring Pt. Elev.; 571.85

Project No.: C10289.006 Date Drilled; July 31, 1985

Logged by: Ray Fiynn Drilling Method: 8-inch a. hollow stem

Drilling Co.: Rock and Soil Sampling Method: 2-inch dia. split spoon
Driller: Dusty Jackson Surface Elev.: 572.24

File: a:\gtgs\gmmw—Ilog

) = 9 " GENERALIZED DESCRIPTION WELL DIAGRAM
£33 8|8 o8
o9 | xz el £ | ©
o= | 2|z D &|3
@ S (5 w
1 5 0.0 '5'6 FILL ZONCFZ=TE, cored. /— -
><7 g Sravei = ILL, base coarse material, fine concrete powder.
7138 | 0.0 B |
2 1 )OD G | At 1.75 to 2 ft, dark brown, moist, fine sand. ]
5_ 34 | o )Q% — At 2 to 2.4 ft, gravel, base, coarse fill. —
n T ODO ~ At 2.4 to 5.5 ft, black, morst, fine, sand. 1
736 | 0.0 >O Q a At 5.5 to B ft, rust, tan and black sand. \ ]
i 1 o L |
>O d
738 |02 < 5 r J
o)
IO_‘ N Sp \ PO
; N 3
128 | 00| | 3
1 . 5
_ 4 3 ﬂ
| c o
7 50 | G.0 r \ S = R
4 . N — ll1 (\' -
55— 28 | 0.0 C =rom 8 to 10 ft, black. with little rust, moist, fine sand, ]
. . - race fine to coarse gravet and slag. .
44|00 1 ;_ Black, moist, fine SAND with trace, coarse gravel and slag, few :1
rust spots at 10 to 12.5 ft.
13600 B At 125 to 12.7 ft, black, fine sand to coarse
20— T gravel-sized slag and coal, dry. ]
1 mjoo i At 13.5 to 22 ft, tan and black sand. y
cL | At 16.8 to 17.1 ft, 3" cobble, fused sand and slag, light
7 5 785 o _
| 1 L/ i gray rock. < |
/ | Nater table at 20.5 ft. I |
25— & |1os L : RS 2]
T T O] 6P |\ O.7" meawm graned, black, loose, saturated sand with damp, % — b
- 16 1895 LQ q - \ohve— areen, silty CLAY, stiff with hydrocarbon odor. E S
B . 1 O o) L - E S i
DO q L Coarse, oose, saturated GRAVEL, weli-rounded, variable _ SE
736 (788 < o composition fragements. 40% coarse to medium green—gray = S
30+ T PO q — sand matnix. = ©
730 1359 OOO T Very sandy GRAVEL, as above, wilth approximately 45% - ‘L b
g | - T\ gray-green medium sand matrix. At 315 to 32 ft, fine to medium 1
4 _\ green-gray, loose to saturated sand. / .
35 7 i End of Boring at 32 Feet.
Page 1 of |



MONITORING WELL GM-20S

Soil Investigation
Rock Island, Illinois

= 2ect o C10299.006 Date D-iled: June 21. 1985

_zggeacv: Ray Flynn Drilling Method: 8-inch <ia. hollow stem

Znling Co.. Rock and Soll Sampling Method: 2-mch a. sphit spoon
DOriler: Dusty Jackson Surface zlev.. 568.12

Measuring Ft. Eiev.: 567.81

- = o | GENERALIZED DESCRIPTION WELL DIAGRAM
== = a gl = 4
S a |l & lal e 5
R NI
A S 3
@ 3| 5 n
52 - —
_ i igasnan: CONCREZ 7=, = - N
‘ BT 3
N
To22 126 S " Dry, lczse. .~form, cark-brown, medium SAND with 5% orange o .
- 4 patches. — = _
L O
2676 T Shghtly f.7~ SAND with loose, coarse, pale-brown glass, dry. 3 7 1
= 1 , ¥ |-
= 23 1153 L Black. me< .7, uniform SAND. shgntly firm to dry, occasional Q]
- c ' dark brown zatches. ©
At 7-3 feet, angular to subangular gravel fragments up E §
T 37 |62.0 N to t cmn aiameter, loose. = S ]
— Q
1 ! < _
U= 12 1668.9 — At 1T ‘eet, 0.3° gray-brown, slightly firm, silty SAND e — % ]
B 1 L Iayer. ° UC’ = g |
A - &
* 25 | 315 - & = ° ]
' SR — ]
- T At 13 feet, 2.3 saturated. loose concrete and slag /’ S =
5RA.E / ER = 1
=40 |87.7 As-EL / a = J
- J—
- T 3" spoon. 3'ag GRAVEL with coarse angular black sand, loose, I -
- 5 loso0 saturated. containing 5% well-rounded quartz pebbles. Slag / — 4
' fragments .z to 0.2 in diameter. / —
1 CL - ) .
- g lo53 e L\ Saturatez ZRAVEL with abundant rounded pebbles (variable .
' / compositic~: on 10" of loose, saturated. black, medium SAND, |
- T - M\ strong odz-. ]
- T I |
[ 25 1125.0
_ Damp. oive-jreen CLAY with diesel coating. /
J 17 1136.0 '_'.:'.: I Coarse, mecum, green SAND and 40% gravel matrix, .
’ product-s3:urated, well-rounded gravel fragments of variable
- T - T composiict, Ioose. W
T 10 759 :.::: [ At 2! ‘eet, 3" spoon. i
C_. 1 R —]
2\) At 22.5 feet, olive—-green clay and silt nodules present, I
- - gravet up to 0.2" in ciameter. / ﬂ
- L | Water saturated loose to stightly firm, medium-grained SAND .
: with 10% wei-rounded gravel and shell fragments, many with ]
]‘ product czatings.
304 L End of Boring at 25 Feet. PID Background 2.4 PPM. ]

File: a:\gtgs\gmmw-1iog Page | of 1
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MONITORING WELL GM-20D

Soil Investigation
Rock Island, Illinois

Project No.. C22299.006

Logged by. Ray Flynn

Drilling Co.. Rock and Soll
Driller. Dusty Jackson

Date Drillec:

Drilling Methoa: £-incn dia. hollow stem

Sampling Methcc:
Surface Elev.:

Measuring Pt. Elev..

-~

v

.ne -1, 1898

Z-inch dia. spht spoon

SERN

57.85

GENERALIZED DESCRIPTION

WELL DIAGRAM

— [w)]
= E x| 9 @
£= 2 13 o
gt 3 TIE£]0°
o< o = 3] a =
@O S : “ :50 "
H tl N,
- i CONCRETE. . ‘ N ]
: spo 1
22 28 ‘ Dry, loose, uniform, dark-crown, medium SAND with 5% orange N 7
- . patches. | ‘ N _
‘ ™\ , ; i
T8 Ta ™ Shghtly firm SAND with loose, coarse, pale-brown giass, dry. : 1
- A
- 53 153 L. Black, medwum, uniform SAND, shghtly firm to dry, occasional \ ]
R dark brown patches.
At 7-9 feet, anguiar to subangular gravel fragments up i

T 37 1820 B to 1 cm in diameter, loose. ! 3

- 1 L ! S S
0= 1 a9 — AL IO feet, 0.3' gray-brown, slightly firm. silty SAND S a

- 1 L layer. & ]

- a5 } N i

- At 13 feet, 0.3' saturated, loose concrete and slag B i T

S GRAVEL. / | §
16_ 3" spoon. Siag GRAVEL with coarse angular black sand, loose, /" N _{

- 5 saturated, contaning 5% well-rounded quartz pebbles. Slag i

fragments up to 0.2" in diameter. / %

- Saturated GRAVEL with abundant rounded pebbles (variable /— -

composition) on 0" of loose, saturated, black, medium SAND, / %—‘

- strong odor. 4
20— o= ,/_ ¥ _— o
[V 25 < — )

Damp, olive—green CLAY with diesel coating. / v - < U J

- 25| =] 8%

-y Coarse, medium, green SAND and 40% gravel matrix, g : j— g T

product-saturated, well-rounded gravel fragments of variable 3 i — & E i
- | composition, I0ose. 3 S — @
1 S o
L At 21 feet. 3" spoon. 5 | ﬁ i 1
w
29— : - At 22.5 feet, olive-green clay and silt nodules present, o N

- ' gravel up to 0.2" in diameter. ﬁ

- Water saturated loose to slightly firm, medium-grained SAND E

, . with 10% weli-rounded gravel and shell fragments, many with |

_; ; product coatings. : J

= |
30_4‘ | B End of Boring at 25 Feet. PID Background 2.4 PPM. } _

- |
| |

Fite: a:\gtgs\gmmw-1.l0g
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Soil Investigation
Rock Isftand, Illinois

MONITORING WELL GM-20AB

Project No.: C10299.0G06

Logged by: Ray Flynn

Drilling Co.: Rock and Scu
Driller: Eric Surface Elev.:

Measuring Pt. Elev.:

Date Drilled: June 8, 1995
Drilling Method: 8-inch dia. hollow stem
Samphng Method: 2-inch dia. split spoon

File: a:\gtgs\gmmw—1Iog

] = 2 (1 " GENERALIZED DE=CZRIPTION WELL DIAGRAM
= = a|lo| — | b4
—_ ~ a - . —_
S| s |8l 2.2
a—| e | =z |?P 3|3
@ 319 E; n
! 3
4 o 1 l. 1" of CONCRETE, over 4" pale-gray. -2se, dry concrete CSn |
; fragments. /]
. : P L
32 {30.3 . s Fo
4 1 < L 0.8 medium to coarse, loose, dry blaz< SAND with occasional o
R orange mottling, over 0.2" of red-orz-2e SAND with same 3 :
720 | 234 : " composition and texture as above, f7al 0.2 black SAND wtth £Q T ]
5— 4 . same composition and texture. o a g |
&N o
106 | 315 L At 3-5 feet, contains <5% larce, angular pebbles broken Q .
' by auger. g R
1 T , _ . = X
At 5-7 feet, wet with strong cZor in lowest 2", —
T 24 | 261 i red-orange and pale gray mot:iing. = 1
10 Top 10" medwm to coarse, black SAKND containing 0.3" coarse E
1 8 |225 grained SAND honizon. Lowest I', buif brown, medum to fine = ]
A 1 SAND with 30% black stains, loose arc damp. = 4
S| -
- . g 4
6 |255 Pale yellow-brown, medium SAND witt exture as in overlying =
1 T ~ { sample, damp and loose. Final 4", b'azk, medium SAND with 10% = .
pale yellow— brown mottling, composit on and texture, as -
o6 ey " | above. IS = x ]
1 L —_ O
!5_ T — o L =, g —
| Saturated, loose, black, medium granzd SAND. At 115" ana 12°, L3 = T
T\ 16 | 16.3 " horizons of very coarse, angular ¢ 355 SAND. 10% pebbles of % Q :l ©
= : T ~ slag. Slight odor. 3 CQL = —
. o ¥ —
= ~ At 13-15 feet, 5% pale gray ar3 orange-brown patches. £ :f 1
. ) -,
1" : r At 15-17 feet, slightly stiffer. :i' B
A ' =
20— - = |
_ L | ]
‘{ l [/ oML . Ei N
1 18 lseg .7 — Top 15", stiff, moist, olive-green, clayey SILT. 0.3" thick, = ]
' | - coarse, loose, angular to subroundec oebble GRAVEL. v = v
7 | ;L’—“‘\ Saturated with product. /1 — T
25+ - = 2
S | End of Boring at 24 Feet. PI2 Background 10 PPM.
i ‘ A ABANDONED ON 6-22-95. .
4 P j L .
|
. ‘ ; - —
1 1
30 | — B
i
L
Page I of |
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MONITORING WELL GM-21

Soil Investigation
Rock Island, Illinois

Project No.: C10298.006 Date Orilled: June 8, 1995

Logged by: Ray Flynn Drilling Method: 8—inch dia. hollow stem

Brilling Co.: Rock and Soil Sampling Method: 2-inch dia. splif spoon
Driller: Eric Surface Elev.: 568.0

Measuring Pt. Elev.: 571.37

i
) = = " ‘ GENERALIZED DESCRIPTION WELL DIAGRAM
sz | S| g2 5%
el g |8 £]¢
a ~= T Z
9 a 3
| —
i T - ofFi] i
O | 2.5 of pale gray. sandy, gravel FILL on dark orange-brown,
1, g L <
6 215 <O A T sandy FILL, loose & dry. N\ 3
< L
_ JSP L \ 5
_ Cry, loose, dark—-brown to black, uniform, fine to medwum SAND [ 1
797 {15 e - . (90%) with occasional orange-brown patches. S B
o _ N
5 4171 = Dark brown. loose to slightly firm silty SAND with 20% slag and g L
cinder gravel. Dry to slightly damp. A &
713 | 156 B L
IS
. 4 L 2 4
<
@
B L Q |
5 ]13.9 At 5'-5.4" pale green-gray, dry, slightly tirm uniform medium to T
B 1 : L. ‘ine SAND on black, medium to coarse, dry, slightly cohesive ]
"\ SAND.
104 8 |12 = ¥y o= _
2 S Black, fine-grained, dry and loose to slightly firm SAND with —
T S I — occasional subangular to subrounded pebbles up to 0.1 in — .
b . x:ameter, variable composition (sandstone and limestone). /_ —_
76 |129 _ - - i
i [- i_ Sark gray to black, very damp, uniform medium SAND, — i
b i occaswonal pale brown and orange palches, less than 5% -
i i Debbles. = |
no|wes r =
At 13.5 feet, 2" layer of pale, red-orange, medium to -
15 T B coarse SAND. — N
o S| |= g
47 12,5 F At 14 feet, subrounded to well-rounded pebbles up to by - o 7]
& L . o -~ Q
2.5 cm in arameter. L3 - ©
i T N 39 = S
| S |+ 0.5" dark olive-green, coarse, wet, cohesive SAND, approx. 10% 2a - |
25 |7 e i silt, on dark, blue-black umform, medium SAND with 10% white 8 S =
1 - " mottiing. g = ]
i “© -_—
. | -
20— ) I~ Medwum to coarse, very dark ohve-green to black SAND with - —
, : approx. 0% sitt, occasional 0.05' in diameter, weil-rounded E
7] : r *l siltstone and sandstone pebbles, wet and slightly firm. - T
1 -
_ ; - - ]
) o op . _ . = i
| ‘ )Q Q | 23-23.1 as above, 23.1-23.7" very dark olive—-green, very silty, — ]
| 12 120 < o sheli-rich GRAVEL, 40% silt, firm and saturated, well-rounded -
25_’ L Q Jal ‘ pebblesup to 0.1" in diameter. 23.7-25" subangular to angular, Y | XY _]
! clean, loose, variable composition GRAVEL.
Page 1 of 2
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MONITORING WELL GM-21

Soil Investigation
Rock Island, Ilinois

Depth
(tivt)
Samples

Blows/ft.
OVM (ppm)

Graphic Log

Soil Class

GENERALIZED DESCRIPTION

WELL DIAGRAM

40—— 94 | 9.0 T

45— 2021 8.9

75—

— No Recovery.

GP

— Silty sanag and weil-rounded, variable composition GRAVEL.
Lowest 0.05 foot 1s fresh shale.

.

']

GP

Soft, fresh, black, fissile SHALE.

End of Boring at 46 Feet. PID Background 9.8 PPM

r A _ ‘

T

=

File: a:\gtgs\gmmw—Ilog
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MONITORING WELL GM-22S

Soil Investigation
Rock Island, Illinais

Project No.: £22299.006 Date Drilled. Jure 4, 1995

Logged by: Fay Flynn Orilling Method: 8-:ncn dia. hollow stem

Drilling Co.. RFzck ana Soil Samphlng Method: 2-inch dia. split spoon
Driller: £ ¢ Surface Elev.: £88.1

Measuring Pt. Elev.. 570.77

v |
. ‘ = 2 " GENEFALIZED DESCRIPTION AELL DIAGRAM
c=' 1 23|l 2| 8
AL = |35 &) =
N R - -
°T a2 8| 83
3 5
S | ——
| = TN T
- 8 - 3 L Dark-brown, loose. dry. “ne to medium grained silty SAND | » N i
- (60%), 10% pebbles. i N =
- | T i ! S
.‘ >
- Dia o L = |
9 {83 Dark-brown to black, ur:torm medwm SAND with 30% orange to T
- 3 T QO GP \?ri:zmveerlltos'w—gfay patches. Lowest 1", broken, angular pebble /— % ‘i e
I . i
5= vz Y4 ) -
i I
- ! T SM L Black, angular, silty slag GRAVEL, loose to slghtly firm, dry to f ~E E
B i | slightly damp. At 8.5° Isose, medwm-brown to black uniform g\g |
;2 : 15.1 SAND, as above. :
' ‘ T Ol 6P - Black to dark-gray uniform megium SAND with occasional ‘ - 'g
| p— -
T 45 |80 ‘ )O d ~ \ rusty-orange staming, 2amp, shghtly firm. ‘ = < N
0= 1 1R IRE R
; O Silty, sandy, angular, black shale GRAVEL with lesser amounts ' -
| i | b~ (] ) S - x
' 45 | 17.9 S of slag fragments (20%). damp and slightly firm. /- - @ = S
. | + Y S - g a
; Damp, fum to very firm, yniform medium SAND. 1% angular gravel = o p S
T8 33 ~ \ fragments of shale/slag. Z» A E » 1
_ J_ =3 - |
Saturated firm black SAND, 10% subangular to subrounded ~ = _
15— 12 B3 [ pebbles up to 3 cm. 2 ity gravel horizons at 13" and 13.5'. 2 T —
| : . :‘
2" black angular gravel. as above, over medwum grained firm “ E\
T 43 158 ~ saturated black SAND, contains 1" nodules of very firm 1 - b
_ 4 cohesive dark olive-green silt at 16" and 16.6". Y | |
- 13 ms - At 17.5 feet, 5" of timber fragments. 4
20_ _ At 19 feet, CLAY ‘accorang to driller.) |
T 7t 845 - N
- "' 0, GP ]
~ 86 | Q G _ Angular to rounded pebbly GRAVEL of variable composition. _
| 1o | Free product in sampte.
S S XS | ]
25— 1 Qo = | 7]
i ' Q) C |
o T EO 0 ‘! i
_ L1 A ‘ “ .
- ) 1_ End of Boring at 27 Feet. PID Background 13.6 PPM. ﬁ
] |
— ! —
04 |
| |
| |
Page 1 of |
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MONITORING WELL GM-22D

Soil Investigation
rock Island, Illlinois

Project No.: C10299.006
Logged by: Ray Flynn
Brilling Co.: Rock and Son
Driller: Eric Surface Elev.. 568.2
Measuring Pt. Elev.: 571.09

Date Drilled: June 9, 1995
Drilling Method: 8-inch dia. hotiow stem
Sampiing Method: 2-inch dia. schit spoon

File: a:\gtgs\gmmw—1iog

= 2 GENERALIZED DE=ZRIPTION WELL DIAGRAM
—~ | =z » o
o = — c ] — ;
= ~ c | = \ Lo
g€l 2 1536
=1 5 3 =
® 5 o z )
b s N
126 | 1.3 ’ i _ Dark-brown, loose, dry, fine to medi.™ gramned silty SAND B .
- ' i ‘ (60%), 10% pebbles. N
i 1 i . f‘\\\ B
19|83 ! Dark-brown to black, uniform medwr =AND with 30% orange to l
B + — pale yellow-gray patches. Lowest *. Zroken, angular pebble -
(}9 6P \fragmems /_
Sﬂ 32 172 b = - : J N -
T \
. 4| SM L Black, angular, sity slag GRAVEL, locse to slightly firm, dry to =
B : J shghtly damp. At 8.5', loose, medium-Zrown to black uniform |
2 | 1S ‘ | SAND, as above.
L e 4
;IQ GF ¢ \ Black to dark-gray uniform medium -0 with occasional /" \
9 45 {18.0 >L= a — \ rusty-orange staining, damp, slightly *-m. ; § -
10— 1 C; > — =) N N SR
b ' Silty, sandy, angular, black shale GR.EL with lesser amounts : 2 o N N
“ 45 [ 1791 i T Sw O\ ©of slag fragments (20%). damp and s 3htly firm. Ya S R R .
i | H
- f 1 . N R
| ! Damp, firm to very firm, uniform medis~ SAND, 10% angular gravel ﬂ
T8 1133 — \ fragments of shale/slag. ] 7
: 1 Saturated firm black SAND, 10% subargular to subrounded /,‘
15_ 12 } 16.3 ) —\ pebbles up to 3 cm. 2 silty gravel ho-zons at 13" and 13.5", S —
4 \ 1. ! B 1 N i
j ‘ 2" black angular gravel, as above, o.zr medwm grained firm N
T 43 1158 J ' ~  saturated black SAND, contains 1" nccules of very firm ]
4 : | cohesive dark olive-green sit at 168" 2naq 168.6". ]
| .
‘ - At 17.5 feet, 5" of timber fragments. _
~ 13 |m3s ' E ¥
"N — _ At 19 feet, CLAY (according :7 driller.) _
v ‘ ‘_‘
T 71 |645 - ; %E ]
Y —
o T~ o op } s - 2
- 86 ' VO C _ Angular to rounded pebbly GRAVEL c° vanable composition. o 8 [: s 2
| 8 ‘ <5 Free product in sample. 9 1: g§
:5c se = ogEs
NE (@ Y oa l= B Q
25— %o - - ARE 59
- r 1>5C : S L= i
‘O [uy ! [
| O A oboT
10 O 4
} ‘ - End of Boring at 27 Feet. 7.3 Background 13.6 PPM. . 4
i ‘
| . 4
; |
30*. o - m
I i ‘ ’
i
i J ! :
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Soil Investigation
Rock Isiand, Illinois
Project No.: C10299.006 Date Orilled: June 21, 1985
Logged by: Ray Flynn Orilling Method: 8~-inch dia. hollow stem
Drilling Co.: Rock and Soil Sampling Methed: 2-inch dia. split spoon
Driller: Dusty Jackson Surface Elev.: 568.01
Measuring Pt. Elev.: 568.01
_ = Q " GENERALIZED DESCRIPTION WELL DIAGRAM
c=lZ i gcia| 2| 3
gel s Z |81 2%
o< o =z
° o} )
@ 219 5 1%
HHHH
. + S5 CONCRETE. cored. T -
156 |188 r . 3 7
| L o | Dark-zrown to black, dry, loose to slightly firm, uniform medium N
\\ SAND. 5% pebbles up to 1 cm in diameter, slag and umber S ©
721 | 84 I\ fragments, < h
5 T : : : : : — ‘ ‘b)v a &. —
i |\ As above with coarse glass SAND horizon at 4-5" over 0.3’ N |
10 | n2 \long single slag fragment. Dry. 7
4 71 388 S - Top 0.8' coarse angular glass SAND with 20% red-orange :"j 1
_ 1 S L. medium SAND overlying damp, black, uniform medium SAND, L ; 1
Y loose. / - =
10— 58 | 12.4 o =\ = ST
7 T :::.j I SAND as above with 5-10% subrounded to well-rounded pebbles = = § T
104 | 185 S F up to 'cmin diameter. o § = ?5 .
. o O — Q
4 1 = ° = o ]
O -
160 | 112 L - Firm, saturated, medwm uniform btack SAND with siag fragments % i — § b
15— 10 | up to 2 cmin diameter. 3o - ]
L S -
- . < _ N
9 5.1 Q =
1 4 |203 ::::: - 0.8" medwm, uniform saturated black SAND over 0.I' coarse l — =
N 1 i |l glass SAND over medum uniform black SAND as at top of B
20 \ sample. /—
15 |20 N ]
1 T 71 CL Ly Top 0.9" saturated SAND as above, over 0.2' coarse slag T
_l g | g7 - \ GRAVEL, over 0.2' medium SAND as at top of sample. .
| 4 -
OO GP | | Very tum to stiff, damp, olive-green CLAY. Lowest Q.1 of
25 T 23 |182.6 )O { i \\ sample contains 2x5mm thick stringers of medwum sana. T
— 1 0 - |
1 35 | 155 )O Q L Product-saturated sandy GRAVEL. Well-rounded pebbles J
' 1 OAO broken by spiht spoon. Matrix of 40% dark-gray coarse sand. |
_1[ i\ Loose.
_11‘ \ At 25 feet, 3" diameter split spoon. Shells and gravel, |
T 60 GP \\\ >4 ¢m in diameter. a
30— 747 | b ( - / 7]
§ | ROAN ]
Very coarse sand, loose, product saturated vanable
- T 70l Gp 1| composition GRAVEL, well rounded pebbles up to 3 cmin ]
19 lo75 : ( LQ Ci L\ dameter. -
4 . :_L O Fay l \ J i
35_ t \As above. j —
End of Boring at 32 Feet. PID Background 3.4 PPM.
Page 1 of 1
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MONITORING WELL GM-23D

Soil Investigation
Rock Island, Illinais

=raiect No.: C10299.006

Date Drilled: June 21, 1995

-39ged by: Ray Fiynn Drilling M=thod: 8-inch dia. hollow stem
Znilling Co.: Rock and Soil Sampling M2thod: 2-inch dia. split spoon
Briler: Qusty Jackson Surface Elev.: 568.02

Measuring Pt. Elev.: 568.02

File: a:\gtgs\gmmw-1log

) — = " GENERALIZED DESCRIPTION WELL DIAGRAM
= = E o = v
ari sl & lal o 5
e z El 5 o
o<—: 9 = S
: > wn @
I R
) —
= | HHH o o- i
T op CONCRE™Z. zored.
| 56 |18.8 ::::: Dark-brza~ 10 Dlack, dry, loose to slightly firm, uniform medium
‘ L SAND. £% c=obles yp to 1| cm in diameter, slag and timber
I 8.4 I\ fragmen:s. ]
’ ﬂl |\ As above with coarse glass SAND horizon at 4-5" over 0.3 i
J 10 n.2 R iong singie =-ag fragment. DOry.
-13 71 {38.8 _':_'-: r  Top 0.8 ccarse angular glass SAND with 20% red-orange 1
4 i medium S4%.0 overlying damp, black, uniform medium SAND, 4
0 | e ___\Ioose. /— |
58 | 12.4
§ t _'.'_'._' © SAND az 3zove with 5-10% subrounded t{o well-rounded pebbles 5 T
“ 54 185 - up tolcTm 0 diameter. o S
1 ' < S
: o <9 -
60 | 12 s - Firm, saturated, medwm uniform black SAND with slag fragments N a .
s i N L upto 2 <™ n diameter. N _]
9| 8 o \ |
g 4 1203 :;:;: r 0.8" meawm. uniform saturated black SAND over 0.1 coarse |
A [l glass SAND over medum uniform btack SAND as at top of B
—l S sample. /—
20— s |20 o - § u
2 L Tl T - ' ﬂ
) Top 0.9 :3turated SAND as above, over 0.2" coarse slag
- g 0.7 // L \ GRAVEL, z.or 0.2" medium SAND as at top of sample. .
_“ T %O GP very firm t5 stiff, damp, ohve—green CLAY. Lowest 0.1 of
J' 23 [182.6 DO q I\ sample czrzains 2x5mm thick stringers of medium sand. + ]
25+ I .
v t
o 15 {155 T DD q L. Product-sswurated sandy GRAVEL. Well-rounded pebbles 4—l .
i N O{_\O broken t . :oht spoon. Matnx of 40% dark—-gray coarse sand. a_ | % A
' ‘_ Loose. - < 3
- | r ] - oW ]
! ? At 25 feet, 3" diameter spht spoon. Sheils and gravel, ‘ = QE
i T~ >4 cm i chamelter f - SR
t ! O . : —_ % E’
30— 74.7 J by / = B gj
4 | Q_D. p—
. i | ! Very coarse sand, loose, product saturated vanable | ES l
- 3 ‘T ‘ composiion. GRAVEL, well rounded pebbles up to 3 cmn ! .
» 9 " 975 N O diameter. 1‘ .
e |
3541 1 r_\ As above. /_{’ —
' l ‘ End of Boring at 32 Feet. PID Background 3.4 PPM, ‘
page I of I
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MONITORING WELL GM-23AB

Soil investigation
Rock Island, lllinois

Project No.: C10299.008 Date Orilled: Jure =, 1995
Logged by. Ray Fiyrn Drilling Methoc. 8-'n2n dia. hollow stem
Orilling Co.: Rock and Sail Sampling Methog. 2—:n2n @a. split spoon

Driller: Eric Surface Elev.: 588,27
Measuring Pt. Etev..

. 1
oz Lo L GENERALIZED DESCRIPTICN #ELL DIAGRAM
— - b4 23 O "
23 %2 K3 S
o &l z = = b
o= Lz 2l G35
TrolT s ?
: A
- ! | CONCRETE, cored. ’ N
- 15 g ]
- 76 13191 e L 0.2" of broken concrete over 0.3° dark-brown, sity, gravelly, S
T mecwum to fine SAND, dry and loose. Overlying 2ry, firm, black,
- ‘ T ) uniform, medium SAND containing 10% brown ana gray patches. T
5— 5 i2.9l — -
- | 1 - i
S \ N
T4 ‘23.6] i { x| 1
-t = ! 2 -
[ ) o
-7 ‘[236.5l‘ [ Very coarse glass SAND and occasional 2 cm pebbles of slag. -X* p— T ]
! | ! = 2
10— 1 !—_ _ 1 - S
_ i Uniform damp, loose, medium SAND in discrete tayers of | - Q
713370 e ditferent color ranging from black to pale yellow=brown. ‘ - i
_ —_P. : — |
“ 18 2853 r : i tj — Loose, damp, medium grained black SAND, uniform and diesel E i
R R saturated, contains wood and slag fragments. E
h T - g = x 1
15— 7 2ee2 |0 — o ¥ = 2
24 = b
L 3 —
-5 2538 | Lo - 3 e = .
o By ‘ Olive—green, stiff, silty CLAY containing rootlets, sample taken g —= 7
= 20 ‘;971 5* X g L for grain size analysis. ” — ﬂ
A | 5 6p | » = —
[V T.,0 C Coarse, subrounded, sandy GRAVEL up to 3 cm n diameter . . —
- | - f . ] ‘ — 4
22 1935 !OQO {broken fragements) | ! =
— i - r ! ‘ - .
‘ i' S Gp | I ‘ -
- 25 13755 L - Coarse green-gray SAND with shells, moderatetv firm, over 0.2 ' — i
T e o of sandy GRAVEL with rounded pebbies (70%), over 0.2° firm, v —‘j JL
- ! — dark, olive— green silt over 0.5" of blue-gray gravelly SAND ‘ 7
25ﬂ : ! _-\ containing 30% well— rounded gravel fragments. _
- | - End of Boring at 24 Feet. Backgrouna PID 10.4 PPM, ‘1

ABANDONED ON 6-23-95. 4

—77_1'*!* 1
L4

File: a:\gtgs\gmmw—1liog Page I of 1
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MONITORING WELL GM-24S

Soil Investigation
Rock Island, Illinois

Project No.. C10299.006

Logged by: Ray Flynn

Oriing Co.: Rock and So.
Driller: Busty Jackscr.

Date Drilled: June 22, 1995
Drilling Method: 8-inch dia. hollow stem
Samphng Method: 2-inch dia. spiit spoon
Surface Elev.; 567.19
Measuring Pt. Elev.: 5687.81

30

"\ Product saturated.

r \ Very firm, medium to fine green SAND, product-saturated.

|

/

’_
End of Boring at 26 Feet.

= 2| GENERALIZED DE=CZRIPTION WELL DIAGRAM
c= | = a gl - 4
ao| &gl e|d
o 2 =z E e -
S=1&1213 8|3
a 3 (5 wn
| —
! -
] 1 L CONCRETE, cored. \ % T 1
] s ] !
718 | 318 N | Medwum to fine grained, dry, loose. £ 32k SAND, 5% slag ER
4 i I fragments up to 1" in diameter. S
S S
— " — =~ -~
C) 14 |32.0 S 5 CL%
54 +io0] o Yy
28 | 25.7 - }‘ | Ny
| P
= ! o } ¥ ] -
124 1233 Lo ’.. SAND as above, although slightly firm. Nodule of stiff, damp, Q J
. P ! . . @
| 1R " olive- green clay at 8.5". o
. N R = IS
10_ 3 o7 | — SAND as above, clay in lowest 0.4" w.th 10% broken pebbles. = E_.
— Q
- 4+ - 7
= 8 1603 t _ Damp, dark~brown, diesel-contamnaied, medium-grained, s = =
’ S urform SAND. 0.3" of clay in SAND layers, contains timber N - 0
: © 5 Q
- T T fragments. Lo = v ]
sQ - %
I R VAW - S A — o
S —
15— + - ERRE |
-5) —_
T 7 1704 - 2 = J
- = ﬂ
- ! Procuct-saturated SAND. -
( AN = 1
4 '168.9: // L __d
# ‘ ""” // ~  Stitf, olive—green, damp CLAY containing wood fragments. 7
20 28 |rs8] | 7/ — —
b A O\ GP ]
O Q Coarse, subangular to angular, loose, product-saturated
47 11770 %0! —- \ GRAVEL. Dark yellow-green sand matrix. -1
. C _ B
‘ ‘ T O 0 3" diameter spoon. Coarse, weli-rounded, product-saturated,
10 1869l bQ C - loose, variable composition GRAVEL, 40% pebbfes 0.1" in .
25_ \__ O o diameter, 40% coarse yellow-green sand matrix. |
O
1 15 |188.6 —\ 0.5 fine to medum-grained green SAND over coarse GRAVEL. .

File: a:\gtgs\gmmw~1iog

Page | of |


file://a:/gtg5/g1nmu-l.log

MONITORING WELL GM-24D

Soil Investigation
Rock Islang, Illinois

=roject No.: £10299.006 Date Drilled: June 22,1995

_2gged by: Ray Filynn Drilling Method: 8-inch dia. hollow stem

Zrilling Co.: Rock and Saoil Sampling Method: 2-inch dia. split spoon
Driller: Dusty Jackson Surface Elev.; 568.21

Measuring Pt. Slev.; 567.94

2 o ., | GENERALIZED DESCRIPTION WELL DIAGRAM
-— v
£S5 &8(8 5|2
T2 = El = | 2|
o — o = 1] % S |
o 3 vy 2 |
[G) 1
!
4 4 L CONCRETZ. zored. J
Sl
T R F Medwm 1z “~e grained, dry, loose, black SAND, 5% siag T
4 [ L fragmen:s .2 to 1" in diameter. .
541 |4 - -
_ . SAND as aoove, although slightly firm. Nodule of stiff, damp, \ 4
ohve- gresn clay at 8.5 §
7 T . o B
T ) S
10_ 17 IR L SAND as z-ove, clay in lowest 0.4" with 10% broken pebbles. S -]
. £ o Q. R
_ L. Oamp, dar«-brown, diesel-contaminated, medwm-grained, .
uniform SA%0. 0.3" of clay in SAND layers, contains timber
7 T | fragments. ]
|
15— 104 T — —
P D —ecnr _
4 75 TR roduct-sz:urated SAND. — ar ]
B ﬂ" [ Stiff, olive-creen, damp CLAY containing wood fragments. ‘“I 7
20— 10 ~ B
i 1~ o 6r F Yy - 9
)Q i Coarse, suzanqular to angular, loose, product-saturated S - ;J’
- 9, (ﬂ B \GRAVEL. Cark yellow—green sand matrix. - 2 = =
h O a ‘ 33 = § s
] Tro o 3" diametsr spoon. Coarse. well-rounded, product-saturated, 2 S = gg
1 28 BQ C -~ loose, varable composition GRAVEL, 40% pebbles 0.1 in S é = S 7
(@ diameter, <2% coarse yellow-green sand matrix. o ¥ = 2
25— + Ol . -~ < —
9 C 5| D
4 4 TSR 0.5" fine to medium—-grained green SAND over coarse GRAVEL. /— - 7
4 N N \\‘ Product saturated. ’ﬂ ]
=\ Very firm. medium to fine green SAND, product-saturatea. / T
] |
‘ i End of Boring at 26 Feet.
30 | - |
i |

Fife: a:\gtgs\gmmw—1.log Page t of /
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MONITORING WELL GM-25S

Soil Investigation
Rock [sland, lllinos

~rorect No.: C10299.006

.ogged by. Ray Flynn

Znlling Co.: Rock and Soil
Brilier: Dusty Jackson Surface Elev.: 568.75

Measuring Ft. Elev.: 568.47

Date Drited: June 22, 1985
Drilling Method: 8-inch dia. hollow stem
Samplhng Method: 2-inch dia. split spoon

File: a:\gtgsigmmw—1log

— o] GENERALIZED DESCRIPTION WELL DIAGRAM
-~ Z | &gl S =
=T 3|8l 2|8
S 2l =(6| 6] =
o — ° 3 >
o S wn 5 wn
111
1111 N
B R lsaies: CONCRETE, zored. _ ? 4
-] spP ' =~
I O I P Uniform, cry, 100se, black, medium SAND, 5% slag pebbles. g ]
_ ﬁ_ L S _J
. £ 9
€ | 33 r S = _
S T I At 6 feet, slag rich, rubbley layer, dry and loose. & ‘",_
T 33135 B %‘ T
©
- T B At 7-9 feet, damp and slightly firm. 3
- 2
18 | 05 B ¥ — =
- 2
- T " At 9-11 feet, 15% rounded pebbles of slag. = S
= = °
10— 32 | 30 — = 7
B 1 L < - x B
At 11-13 teet, damp, dark ohive-green, firm, silty SAND, 3 - %
oo~ — Q
- 28 | 65 L 20% rounded pebbles. Metal and glass fragments o8 = iy .
| noted. : 30 — S
- = : & — v N
- lao | Medium S&ND. Top I very damp, lower 1" saturated. 0.1 silty g 2 = “
- ' honizon cortaning 10% slag at 14.9". < =
15— 1 3 p— —
- 5 7 [.  Loose, saturated, black, medium SAND with coarse, angular siag ‘ - B
' at 18.3", 15% rounded quartz pebbles up to 1 cm in diameter. -
- -+ — — -
-4 | ns8 C ]
_ 4 CL i N
1 15" of stiff, olive-green, damp CLAY. (Clay sampled for grain ;
cC— 12 lpse T ep size analys:s.) Ya -
- 1l A |
‘. S Pale green, coarse SAND with 10~-15% rounded GRAVEL of
- 20 |149.9 . I \ vanable composition, product-saturated and loose. /
E I Abundant GRAVEL and shells from 22.3'~22.6", SAND with 10% i
~ 18 {150.2 ot - \ gravel, proauct-saturated and lcose. T
| 1 . 4
2u OO GP 3" diameter spoon. 24.4'-25'. coarse, pebble rich (30%) sand /_
- 20 {518 D G -\ over 0.2"' of sandy GRAVEL, well-rounded pebbles up to 4.5 cm
~ 1 % O in diameter on soft, dark-brown green gravei-free silt. / i
- .~ \ GRAVEL as above with abundant broken rock fragments. / N
30 j i End of Boring at 26.5 Feet.
Page t af !
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MONITORING WELL GM-25D

Soil Investigation
Rock Island, Illincis

Date Drilled: June 22, 1995
Drilling Method: 8-inch dia. hollow stem
Sampling Method: 2-inch dia. split spoon
Surface Eiev.. 568.80
Measuring Pt. Elev.: 568.5%

Project Mo.: C13299.006

Logged by. Ray Flynn

Drilling Co.: Reck ana Soll
Driller: Dusty Jackson

GENERALIZED DESCRIPTION WELL DIAGRAM

|
“

Ao

in diameter on soft, dark-brown green gravel-free silt.

. S|«
c = | a o1 = @
= ~ 9 = Rl
BElZI 15212
~- 1 o o 3
! D
j ~ —
- i Ryua CONCRETE, cored. Q .
| 10 sr .
T2 114 S [ Uniform, dry, loose, black, medium SAND, 5% slag pebbles. \ T
76 133 o B i
5— i T _'-::: "‘ At 6 feet, slag rich, rubbley layer, dry and loose. ]
i
7133135 B T
7 T B At 7-9 feet, damp and slightly firm. .
| LT
{ 16 | 05 ] + }‘ 7]
7 ‘ T Lo L At 9-11 feet, 15% rounded pebbles of slag. i § 7]
10_ L . =) S
32 ‘3.9 o Zf\) |
i P . S >
7 | ““;r-'-:-:i - At 11-13 feet, damp, dark otive-green, firm, sity SAND, i o T
J ! - % les. | lass f | oy
28 | 65 r.3((3Jte<rjounded pebbles. Metal and glass fragments i \ i
10 L 0 ;:::::‘ _  Mediwum SAND. Top t' very damp, lower |' saturated. 0.1 silty : .
]5 o L horizon contamning 10% slag at 14.9". ‘
— B ] ]
- 8 7 ~ Loose, saturated, black, medium SAND with coarse, angular slag ]
' at 16.3", 15% rounded guartz pebbles up to ! cmin diameter.
74 1.8 - 7]
4 4 CL L i& 4
| 15" of stiff, olive~green, damp CLAY. (Clay sampled for grain
209 1 lpse ~rgp i vize analysis ) (\i_
N T ::::: Pale green, coarse SAND with 10-15% rounded GRAVEL of Y - ;'5, 1
1 20 49.9 S - \ variable composition, product-saturated and loose. § = - § 1
| IR N 2s | |= 2T
Abundant GRAVEL and shells from 22.3'-22.6", SAND with 10% S0 = g =
116 11502 o ~ \ gravel, product-saturated and ioose. G = S8
— . S o — )
29 T~ of ep S 7 = 7]
129 {518 q r over 0.2" of sandy GRAVEL, well-rounded pebbles up to 4.5 cm —uba — N
OI i

\3" diameter spoon. 24.4'-25", coarse, pebble rich (30%) sand

GRAVEL as above with abundant broken rock fragments.

L End of Boring at 268.5 Feet.

Fite: a:\gtgs\gmmw—1iog
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MONITORING WELL GM-26S

Sail Investigation
Rock Islandg, lllinois

Project No.: C10299.006 Date Drilled: July 31, 1995

Logged by: Ray Fiynn Oriting Method: 8-inch aia. hollow sfem

Orilling Co.: Rock and Soil Sampling Method: 2-inch dia. split spoon
Dritler: Dusty Jacksor. Surface Elev.: 572.69

Measuring Pt. Elev.. 572.35

GENERALIZED DE=CRIPTION WELL DIAGRAM

Depth
(feet)
Samples

Blows/ft.
OVM (ppm)

Graphic | og
Soill Class

- + ﬁ——— CONCRETE. cored. Qk—§ ]

| ) R _ Dark brown to black medum SAND, uriiorm, dry, loose with
58 156 )T .. occasional well-rounded pebbles {5%) of predominantly stag. N
B o minor amounts of wood.

|
7

=
l | 1 I 1
® 3
1 1
) T
j T I T T
2" sch 40
PVC
//
—>fe———— grout
l 1 N

5w o [T At 3 ft, no pebbles.

From 5 to 11 ft, slightly damp.
3.4 S !

241

71100 {10.5 7

0.01 slotted
sch 40 PVC screen

~o

N

|

(@]

©

| 1

e
&IIIIIIIIIIIIIIIIIIIIIIIIII[

18 (sr|Th 0 F From 11 to 13 ft, very damp to saturated. ]
113 |63 M From 13 to 15 ft, no recovery. E 7
o - [
- o 2
15 Ti - . From 15 to 19 ft, saturated. Y S
- SR - <
- a
720 )80l - ]
- T - ‘5 ﬂ
. : 3
1718|8511 . - From 19 to 21 f{, SAND with 20% pale green pebbles E N
20 e —_ greater than 5mm in diameter. T

N

7 v ’
16 |54 I—r %—OT Stiff, damp. olive CLAY containing abundant rootiets. .
i DO OC Well-rounded, loose, saturated GRAVEL. 40% medium dark i
1B {124 TLQ yellow—green sand matrix. Gravel of variable composition up to
30— >O E — 1lcmin diameter. ]
o
" 19 / 5971 DQ C - From 28 to 31 ft, with 20% meawm green-gray sand
- i O O - matrix. 7]
1O~ i

Olive green, silty, coarse GRAVEL matrix with
approximately 20% silt and 25% fine to medium
yellow-green sand matrix. _1

I
[o%]
n
n>
o
T
e

L

35% | |

| End of Boring at 33 Feet.

File: a:\gtgs\gmmw—1.log Page 1 of |
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MONITORING WELL GM-26D

Soil Investigation
Rock Isiang, [llinoss

“roject No.: C10299.006 Date Drilled: July 31, 1995

~ogged by: Ray Flynn Drilling Method: 8-inch dia. hollow stem

Orilling Co.: Rock and Soil Sampling Method: 2-mch dia. split spoon
Driller: Dusty Jackson Surface Elev.:

Measuring Pt. Elev.:

GENERALIZED DESCRIPTION WELL DIAGRAM

File: a:\gtgs\gmmw—1.l0g

— ()]
— E 7] 54 o
= | = 2 lo| -~ H
ST sl ael S|
gelz|.(5l5l2
o 3202 &
LLLLL
l%[ll —_—
- T Tse CONCRE™=, cored. T .
:J ::::: Dark brcwn to black medwm SAND, uniform, dry, Ioose with 1
58 | 56 | S occasiorai well-rounded pebbles {5%) of predominantly siag,
7 I~ minor amcunts of wood. 1
0= 1 |01 | T o B At 3 ft, no pebbles. 7]
Lo i From 5 to 1l f1, slightly damp. i
17 34| B 1
1 T -
4 |2an | T i N \ ]
10+ 00 I 1
78 | 87T ::::: r From {1 to 13 ft, very damp to saturated. <
! FoL o S
S 3.3l Tl r From 13 to 15 ft, no recovery. < T
| .o, o O
- L. L S X 4
RIS 38
]5“— T P - From 15 Lo 19 ft, saturated. &~ _
. S ISR i
‘ B AN :
20 (oY - T
- e - §
T8 185 Tl - From 19 to 21 ft, SAND with 20% pale green pebbles iy
20 N RN — greater than 5mm in diameter. -]
1100 oS T F il
SRR - . ]
20 8 |30l — .
| . —
7 | cL |
48 5.4 | 4 W.S—OAF—« Stiff, dawp, olive CLAY containing abundant roctiets. Ve % X 1
2 - o
— - «
)O g Well-rounded, loose, saturated GRAVEL. 40% medum dark o x o
T RAITIO T yellow-green sand matrix. Gravel of variable composition up to = S
30— b C — lcmn cameter. = o &
Y = %2 ]
Tne (158 Ty O ‘— From 28 to 3! ft, with 20% medium green-gray sand | — o
N OQOﬁ :— matrix. ‘L = l ﬂ
735 | 20 - g Olive green, silty, coarse GRAVEL matrix with T
= approximately 20% silt and 25% fine to medium —
35_ i yellow-green sand matrix. —
End of Boring at 33 Feet.
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Soil Investigation
Rock Island, Illincis
Froiect No.: C10299.006 Date Orilled: August 15, 1985
.0gged by: Ray Flynn Drilling Method: 8-inch dia. hollow stem
Zrling Co.: Rock and Soil Sampling Method: 2-inch dia. split spoon
Dritler: Dusty Jackson Surface Elev.. 567.70
Measuring Pt. Elev.; 568.00
. = = " GENERALIZED DESCRIPTION WELL DIAGRAM
- = ey g _ 8
3¢ 5 e |3l o -
v sz (5563
o — o Fo 5
m g n 5 %)
T
_ l T I foot cf CONCRETE. . ] i
—_ f— ] ‘é— -
- L S
s
—_ ‘T -
| ] sP §3
5_ 7 R [— Loose 12 siightly firm, dry, medium grained, uniform SAND with o a Y
| slight h. 2rocarbon odor. &N
. - %ﬂ\ 1
- L 3 4
wy
J\4)
‘ s £ = g
10__ 17 e | SAND a:z above, although slightly damp with 10% angular slag - g_ﬂ
o and imestone fragments. = a3
- - S | |= 5
s 2 = 3
- ) - @ o = E’ B
<4 =
B TP S3 = 2
15_ 104 R |- SAND a3 apove, although no rock or slag fragments. g = = —]
i 1 5 = _
- T SP = i
<95 | Saturated SAND as above, with stiff, abundant (approximately - ]
20%), angular slag fragements. ﬁ;_f
T e i
)
20— 10 JEE B
_ | B Stiff, onve-green, damp CLAY. From 21 to 21.8 feet, diesel |
’ coated CLAY.
K ; 1 Well-rounded, variable composition, loose saturated GRAVEL. ]
: |
= 08 ~ Black, icose, product-saturated, medium SAND with ; .
25_ !# R | approximately 20% well-rounded, variable composition gravel ! |
‘ i L with fracments up to 2 cm in diameter. From 25 to 25.8 feet, ‘
- 4 OO] GP F\ loose, green-gray, coarse to medwm SAND. | a
!
- . Q__a___ . [—1 -
o Coarse sandy GRAVEL with 40% medium green-gray sand matrix ‘
- - i -\ as above. Gravel contains well-rounded fragments of vanable 1 1
J [ COmPOSILON. i |
: L
30—-1; oo — End of Boring at 27 Feet. ! ]
| | ‘
|
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Soil Investigation
Rock Island, Illinois

MONITORING WELL GM-27D

Project No.: C10289.006

Logged by: Ray Flynn

Orilling Co.: Rock ana Soil
Driller: Dusty Jackson

Date Drifted:
Drilling Method:
Samphng Method:
Surface Elev.
Measuring Pt. Elev.:

August 15, 1995

8-ircn dia. hollow stem
2-r.cn dia. split spoon
5681032

567.25

File: a:\gtgs\gmmw~-1.log

| ‘
I 2 " GENERALIZED DESCRIPTION NELL DIAGRAM
e I = I O -
SR FIE
a=| 2 2|51 8|3
; i
I TE
‘ 1 foot of CONCRETE. i N \ 4
o L : N ]
_ 5 | |
SA 7 | Loose to slightly firm, dry, medium grained, uniform SAND with } J
! slight hydrocarbon odor. J
- i R 1
—_ : - i -
|
S L | ]
| . SP ! §
10_ 7 - SAND as above, although shightly damp with 10% angular slag > 5
and fimestone fragments. S \
- ™ N -4
& a
- L N N ]
i
B T SP \
15_ I~ SAND as above, althougn no rock or slag fragments. —
- 104
ﬂ | 1 ]
1 - i
‘ | SP
<75 1 L Saturated SAND as above, with stiff, abundant (approximately \ 4
| 20%). angular slag fragements.
SRR e I
20— 10 — | N
| | Suff, olive-green, damp CLAY. From 21 {o 21.8 feet, diesel | i
coated CLAY. ‘L
§ ‘ o 6P [ . — %
[ 1 @) a Well-rounded, variable composition, loose saturated GRAVEL. ] o _ 2
- o8 | S - Black, loose, product-saturated, medium SAND with <o = Qs A
L . . = X _ D r
25 ) : i R | _ approximately 20% well-rounded, variable composition grave! Y o S g_|
: J S with fragments up to 2 cm in diameter. From 25 to 25.8 feet, g 3 = w Q
- 4 ‘l OO GP —\ loose, green-gray, coarse to medium SAND. f § - l 1
= : 4>~ . _ B
\ : Coarse sandy GRAVEL with 40% medium green-gray sand matrix
* 1 ‘ 1\ as above. Gravel contains well-rounded fragments of variable -1
; f { ‘ composition. ]
30 ‘ ‘ ‘ — End of Boring at 27 Feet. ]
|
|
Page | af |
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Soil Investigation
Rock Island, Iltinois

MONITORING WELL GM-28S

Project No.: C10299.006 Date Drilled
Logged by: Ray Flynn Drilling Method
Drilling Co.: Rock and Sou Sampling Method

Driller; Dusty Jacksor Surface Elev.

Measuring Pt. Elev.

» August 14, 1985

: 8-inch dia. hollow stem
: 2-inch dia. sphit spoon
. 567.88

. 567.55

) = 2 - ] GENERALIZED DESCRIPTION WELL DIAGRAM
HEAE IR
el sl &lal 2| 5|
o 2 3 E| = = |
o—| 2 Z |18 % [ |
o S
o 5 1@ |
l HIH}
J I 1 foot of CONCRETE. .
i ._ s A
i S
- |— S [S)) .
. ’ ‘T
SP 59 i
5_ 7 L Dark brown to black, medium to fine grained SAND, uniform, o —
ﬁ loose. and dry. o
] i aﬂ\ :
D
- — U
wvy
- 2
5 FoElo|E]
10_ 6 | _ SAND as above.although slightly damp, containing 5% limestone - <
and slag fragments. = 3
= _ 3
B L < - _xc _
- - EJ, %)’ — > .
SR — e
i SP s3)|= 2
16_4 8 L. SAND as above, saturated with strong nydrocarbon odor. g g E —
i S = i
| N
-4 r_ - -
_ e L =
E ¢+ Stiff, damp, olive-green CLAY. | — | 1
_ 7 L B
20J 17 ; GP _
4 C I Loose, granular, product-saturated SAND and weli-rounded n
“ \gravel. /—
1 ) i
i \‘ _ 4
i 55 ]
__ Loose, product-saturated, medium to coarse, gray—green SAND ]

with approximately 40% well-rounded vanable composition
gravel.

1 |

|

End of Boring at 28 Feet.

File: a:\gtgs\gmmw-1.iog
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MONITORING WELL GM-28D

Soil Investigation
Rock Isiand. Illinois

August 14, 1995
8-inch dia. hollow stem
2-inch dia. split spoon
567.89

567.860

“roject No.: C10299.006 Date Drilled:
_ogged by: Ray Flynn Driling Method:
Zrilling Co.: Rock and Soil Sampiing Method:

Driller: Dusty Jackson Surface Elev.:

Measuring Pt. Elev.:

GENERALIZED DESCRIPTION

WELL DIAGRAM

End of Boring at 28 Feet,

. s g " |
c = E 8 | - © |
= o n = Qa o 3
g2l Bl |58l 2
(S = 5}
@
;llll :
i 1 Tt . tfoot =¢ ONCRETE. §
| SP 1
5_ 7 t_ Dark crown to black, medium to fine grained SAND, uniform, -
loose, -2 dry.
. - 1
s
— o .
SP S
10_. 6 |— SAND a: apove,although shghtly damp, containing 5% imestone &) ]
and sia2 ‘ragments. z w
= S > R
«n Qo
- b N _1
i - ]
b 1 4
SP
15_ a8 I SAND a3 sbove, saturated with strong hydrocarbon odor. —
. i ]
i CL X
Stiff, camp. olive—green CLAY. i
. ~ » -
2
20— v " O GP | S 7
| \O Ia . Loose. Sranular, product-saturated SAND and well-rounded s B
L\\ gravet. v -T
- ‘ — .
| I —
| 8=
4 . o D — - |
| S 2
“ sp SR — =
25_ 35 — Loose. croduct-saturated, medium to coarse, gray-green SAND - = S
I with apcroumately 40% well-rounded variable composition S % — @
] T gravel S = l 7
v | i

Fite: a:\gtgsi\gmmw—1ilog

Page 1 of 1
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MONITORING WELL GM-29S

Soil Investigaticn
Rock Island, Tllingis

=rgiect No.: £10299.6086

.2gged by: Ray Flynn

Zriling Co.: Rock and Soll
Oriller: Dusty Jackson

Date Oridled: August 15, 1885
Drifling Method: 8-inch dia. hollow stem
Sampling Methoa. 2-inch dia. split spoon
Surface Elev.. 568.14
Measuring Pt. Etev.: 567.78

GENERALIZED CESCRIPTION WELL DIAGRAM

File: a:\gtgs\gmmw-1.iog

= S w
c = E a ol =2 o
= C - = a (8] Py
DL = gl z1]°
5= 21z 18] 2|3
jas] S (5 w
LILLILL
l HHH ]
- nnuu | foot of CONCRETE. _ T i
- : < i
2
- S .
[«
— V —5
SP _ _ 52
A 0 Loose, dry. medium-grained, uniform, pale brown to black nw a ]
s i N
SAND. &N
IS
- o
wy
: bl e
SP ‘ = S
10_ 5 Dry to signtly damp SAND as above, loose to slightly firm with : — =
approxima:eily 20% slag fragments greater than split spoon ‘ - g
- diameter :zroken by drilling). s b N
[~y : x
- O J— O N
o 2 pu 3
- &3 - 5
39 = 5 ]
i SP ; 2a = o
]E — Saturatea tlack SAND as above. i o2 - _|
1V 14 i [wy -
- - : 5 =
aRE w
B T Tsp : = ]
- 10 1 Saturated black SAND as above. ! B
20— S CL ]
T T Stitf, damp, olive-green, siity CLAY contaming rootlets. ‘ i
2 10 ‘ 4
—_ :_._ | -3
| i |
14 /T‘ 1
25~ 7= | ] -
Loose, procuct-saturated, medium to coarse SAND. At 25 to ! ]
T3 | T 27 feet with limestone pebbles. ‘
} T~=oer \ ’
- 58 DO a Pebble-rich, loose, product-saturated, siity GRAVEL with 60% \{ B
: L (94 o) well- rounded pebbles in coarse sand matrix with approximately
- - 1 10% siit. ﬂ ]
30 N
‘ End of Boring at 29 Feet.
|
Page faf !
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MONITORING WELL GM-29D

Soil Investigation
Focr Island, Illinois

Project No.: CI12299.006 Date Orilled: August 14, 1995

Logged by. Rav Flynn Drilling Method: 8-inch dia. hollow stem

Drilling Co.: Rock ana Sail Samphng Method: 2-inch dia. sphit spoon
Oriller: Custy Jackson Surface Elev.: 568.13

Measuring Pt. Elev.: 567.83

[ . o GENERALIZED DESCRIPTICN NELL DIAGRAM
e~ =215 |gl 2] 5
= ~ i a{-= o o
22l ElL 553
o— | 8 5}
@ | = |v| D
t JLLLY
| 1 HH N
4 ‘ s ! foot of CONCRETE. ]
4 ‘ —T5p .
5_ 0 L |— Loose, dry, medium-grained, uniform, pale brown to black ]
) SAND. )
4 Q _
i TSP }
‘IO_Jl 45 e L Dry to slightly damp SAND as above, loose to siightly firm with ]
] ! approximately 20% slag fragments greater than split spoon §
i : ; \ diameter (broken by drilling). ﬁ 2 N
4 - O ]
Bl

7

[ BT § I
15+ 4 S — Saturated black SAND a3 above. § _l

: E\A\_\m\\?' o
5

Saturated black SAND as above. i

AN
O
—

[

Stitf, damp, olive-green, silty CLAY containing rootlets.

AN

b
e
1

NN
i

25— T s BRE 5
' Loose, product-saturated, medium to coarse SAND. At 25 to E S — S0 ]

723 R ' 27 feet with limestone pebbies. = v — S

S | S L = S
1 [ 3= =t VE A

] o] 6P 2a = ST
1 58 )O 0 L  Pebble-rich, loose, product-saturated, sity GRAVEL with 60% g S = » Q]

i O 0O well- rounded pebbles in coarse sand matrnix with approximately < — l

] I ‘ \ 10% silt. a b ] 7

30 = |

End of Boring at 29 Feet.
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Soil Investigation
Rock Island, lilinois

MONITORING WELL OW-30S

Project No.: C10299.006
Logged by: Ray Flynn
Drilling Co.: Rock and S¢:

Date Drdled: August 15, 1385
Dridling Method: 8-inch dia. hollow stem
Sampling Method: 2-inch dia. spiit spoon
Driller: Dusty Jacksc- Surface Elev.:
Measuring Pt. Elev.:

Fite: a:\gtgs\gmmw—-1log

| !
' = B = ‘ " GENERALIZED DESCRIPTION WELL OIAGRAM
sz | Z ] g8 -} &
gol ¢ ||zl
-1 2 £ 81 5| &
S I i B N
|
l s N &
i ] —_ 1 foot of CONCRETE. /_ 4
T L - t\\\ - .
.. D
- \ N
] S
| i 3 |
- ‘ o Q
5_ . Loose, dry, medwum-grained, uniform, pale brown to black Q E ]
. 10 - . » y
SAND. 5, 3
‘ o £
4 o - % -
A | Q
o —4
| y | o
10_ 45 S — Dry to shghtly damp SAND as above, loose to slightly firm with = g_
approximately 20% slag fragments greater than split spoon - E
7 o diameter (broken by drilling). = o
i B < E < |
] L . o ¥ = 5
- i L3 = 9
_ Ti ] RS = &
1 4 f Saturated black SAND as above s i — <
‘6 14 N - ' ISEs) = ]
P A —
b Tl S = T
D b =
i o CL = T
110 1 / - Saturated black SAND as above. j ;{] i
ron
’?OA i —_—
[ 6 s
A 1 :~.0 GP _ j
.‘ 10 >Q C Stiff, damp, olive-green, silty CLAY containing rootlets.
10 Qo - 7
o)
4 4o r - ]
[ 4
714 LO - -
-
25— 150 = .
bo - Loose, product-saturated, medium to coarse SAND. At 25 to i
a3 o sp 27 feet with limestone pebbles.
1 ) | |
4 58 _ Pebble-rich, loose, product-saturated, silty GRAVEL with 60% ; 4
well- rounded pebbles in coarse sand matrix with approximately ‘
7 10% silt. /“‘ 1
30 ‘ End of Boring at 29 Feet.
’ Well abandoned. Redrilled and completed as GM~29S. l
Page 1 of |
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MONITORING WELL RW-1

Soil Investigation
Rock Island, [llinois

“roject No.: C10299.006

_ogged by: Ray Flynn

2rilling Co.: Rock and Soil
Driiter: Dusty Jackson Surface Elev.. 568.05

Measuring Pt. Elev.: 568.86

Date Drilled: August 14, 1995
Driling Method: 8-inch dia. hollow stem
Sampling Method: 2-inch dia. split spoon

File: a:\gtgs\gmmw-1.log

) = = " GENERALIZED DESCRIPTION WELL DIAGRAM
sz 1588 2|58
Sol 2| |8l 2|9
s=1zlzlal 8|z
fas} 3 = )
LILLL
| BEE ]
. asaal ! foot of CONCRETE. I _
4 L 5 A
2
4 L 50
o
— V’ -
SP < L
5_ 7 |- Loose to sughtly firm, dry, medium grained, uniform SAND with R & ]
slight = zrocarbon odor. &
o
- - v A
wy
1 ol | E
SP — g
]O_ 17 |- SAND a: adove, although shghtly damp with 10% angular slag — =
and limesicne fragments. = 3
| i sTIE ] 5 ]
- - - © —
oo~ - Q
L3 — i)
i - = - e
[ [ Se 2] 8
S 55 3 a —
15_1 104 J | SAND 35 3bove, although no rock or slag fragments. s = ]
(=) = _—
4 i - = |
8 -
w —_—
] T SP =
1 75 | Saturatea SAND as above, with stiff, abundant (approximately - i
20%), anguiar slag fragements. }——
i T cL i
- = Y ]
20— 1
1 Stiff, cuve-green, damp CLAY. From 21 to 21.8 feet, diesel ]
coated CLAY.
7 ! Ol GP [ ]
L DO Well-rounced, variable composition, loose saturated GRAVEL. ]
| sp |
4 78 ; -  Black, Icose, product-saturated, medium SAND with -
25_ N ‘_ approximately 20% well-rounded, variable composition gravel |
i “:': . with fragments up to 2 cm in chameter. From 25 to 25.8 feet,
4 4 L: loose, green—-gray, coarse to medium SAND. ﬁ —
] ;— Coarse sandy GRAVEL with 40% medium green-gray sand matrix /J ’
b ‘ as above. Gravel contains well-rounded fragments of vanable b
composition. |
B \
30+ | End of Boring at 27 Feet. T
Page 1 of |
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MONITORING WELL RW-2

Soil Investigation
Rock Island, Illinois

“roject No.: C10299.0086

-2gged by: Ray Flynn

Zrilking Co.. Rock and Soil
Druler: Dusty Jackson Surface Elev.: 568.14

Measuring Pt. Elev.: 569.71

Date Drilleq. August 17, 1985
Drilling Method. 8-inch dia. hollow stem
Sampling Method. 2-inch dia. spht spoon

Fite: a:\gtgs\gmmw-1.log

b = @ " GENERALIZED DESCRIPTION WELL DIAGRAM
e - N T
gz C 8l 2]¢
o= g = |® =
o= m (o]
N RN
| ]
- T | foot of ZCNCRETE. — A
~ 3
o N
< S
T SP ss A
5_ 7 ‘ Loose tc s.ghtly fum, dry, medium grained, uniform SAND with :w -
slight hyz-ccarbon odor. o~
. 7 ]
) F = 3.
SP — »
]O_' 17 SAND a: szove, although shightly damp with 10% angular slag - L]
: and limes:zne fragments. = S
- - E -
. < —_—
- o = s |
23 = x
— § g o g 7]
— - RN - o .
( SP S — s
£~ 104 SAND as scove. although no rock or slag fragments. < Z = o _|
| b = |
) T SP = ]
- 75 Saturatec SAND as above, with stiff, abundant (approximately :—j ]
po]
20%), anguiar slag fragements,
20 w0 oL -
ﬂ‘ 1 Stiff, olive-green, damp CLAY. From 21 to 21.8 feet, diesel ]
! coated CLAY. J
+ O| GP
d 1 )Q la Well-rounced. variable composition. loose saturated GRAVEL. i
| TSP
< o8 . Black, locse, product-saturated, medium SAND with .
25_ 1 e approximately 20% well-rounded, variable composition gravel ]
1 S with fragments up to 2 cm in diameter. From 25 to 25.8 feet,
-4 Ol 6P loose, green—-gray, coarse to medium SAND. -
| ] O A
. | Coarse sandy GRAVEL with 40% medwum green-gray sand matrix 1
- : as above. Gravel contains well-rounded fragments of variable T
J ‘ composition. |
30‘1 i ‘ End of Boring at 27 Feet. —
|
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MONITORING WELL RW-3

Soil Investigation
Rock Island, Illinois

Project No.: C10299.006 Date Orilled: August 17, 1995

Logged by: Ray Fiynn Driting Method: 8-inch dia. hollow stem

Drilling Co.: Rock and Soul Sampling Method: 2-inch dia. split spoon
Orilter: Dusty Jackson Surface Elev.: 568.00

Measuring Pt. Elev.: 568.42

R g " GENERALIZED DESCRIPTICN WELL DIAGRAM
sz T8l 2] 4
R N -
e 52|02 S

sas

1 55\ 1 fool of CONCRETE. Va N 1

8 ! e - Brown to black, medium to fine-grained, dry to saturated, loose =
- S - to moderately firm, dry to saturated, uniform fcundry SAND. s

)
T
grout

)
|
{
“sch 40
PVC
",

1 1

T T
2]

N

ol
1€

n + <1 CL g
' | Stiff, damp, olive-green, silty CLAY. ]
20— (S | /// 9 vt _E
— ¥ | = ®
T ’)6 g - SP r~ . _ O
i B 1t . Coarse SAND and well-rounded gravel pebbles of variable — $ |
_ | composition, pebbles up to greater than spoon diameter. - 2
- S
) L — S_]
25— = &
4 - = Q 7
i I . = ]
4 L ] = _
- —_ g
30— — E S = Q
=7 = g ]
— —~ % g : g -
— ~ - Q. —_— S .
=2 = o A
— | ~ S v N_‘
\ P =
4 | L S = B
354 R ’
4 r b~ :_] .

End of Boring at 41.5 Feet.
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APPENDIX C

Grain-Size Analytical Results

GERAGHTY & MILLER, INC.



GRAIN SIZE DISTRIBUTION TEST REPORT
= ¢ e
E. .E £ g £ : ; ; o o ? g e 8
100 _® m Nl o oW = = = = = = =
T ]
90 : f s
80 = ?
70
m e
L 5
< 60 :-
W ]
E s0 ]
L 3
ul 40 ]
o 1
]
30 q
20
10
0 : : ] ] Py
200 100 10.0 1.0 0.1 0.01 0.001
GRAIN SIZE - mm
% +3" % GRAVEL % SAND % SILT % CLAY
¢ 0.0 4.5 85.5 5.7 4.3
LL Pl Dgs Dso Dso D30 D15 D10 Cyu
¢ NP NP 0.80 0.37 0.32 0.229 10.1656 |0.0757 1.85 4.9
MATERIAL DESCRIPTION USsCs AASHTO
® Black Fine-Cocarse SAND, Trace Gr, Silt & Clay SP-SM
Project No.: C95112 Remarks:

C10299.006 Rock Isiand

GM21 @ 13 to 15 ft

Project:

® Location:

Date: 7/26/95

GRAIN SIZE DISTRIBUTION TEST REPORT

CGC, Inc.

Figure No.

TESTS BY: DWA
INPUT BY: MES
CHECKED BY: KJL
APPROVED BY:

1




GRAIN SIZE DISTRIBUTION TEST REPORT

g
»

+
]

“11-1/2 In,

11 In,

“13/4 1n,

“[1/2 In,
/8 In
#10

= #20

| #60

-4 #140

=] §200

100 _e

: : N R R : N
: : N B EEE : ™N
9 O : : . ) B H f N

so L LT I N
ST E \ ]
M : HE B M B H M I { : 3
7ol WHITEL E C L TR LI
6o | MLl L Wy \
50 | UL L \

40

PERCENT FINER

20

10

T e
OUETELEE FENT ERE 'H' o
O : H . C | [ B : p 1 : ] it

200 100 10.0 1.0 0.1 0.01 0.001
GRAIN SIZE - mm

% +3" % GRAVEL % SAND % SILT % CLAY

] 0.0 0.8 91.9 4.1 3.2

LL Pl Dgs Deo Dso D3o D15 D10 Ce Cy

. NP NP 0.55 0.38 0.33 0.238 [0.1722 10.1321 | 1.12 2.9

MATERIAL DESCRIPTION USCS AASHTO

® Black Fine-Medium SAND, Trace Silt, Clay & Gr SP-SM

Project No.: C95112 . Remarks:
Project: C10299.006 Rock Island
® Location: gM21 @ 17 to 19 ft

TESTS BY: DWA
INPUT BY: MES
CHECKED BY: KJL.

Date: 7/26/95 APPROVED BY:&U‘\\Q

GRAIN SIZE DISTRIBUTION TEST REPORT
CGC, Inc. Figure No. 1




GRAIN SIZE DISTRIBUTION TEST REPORT

“11-1/2 1n,
#10
= §20

2

#60
{4140
#200

100 =

90

—H.
-

80

70

60 E 5 5 5 ; ; 5 ? f ] ; :ME

50

PERCENT FINER

30 b :

20

10 b

200 100 10.0 1.0 0.1 0.01 0.001
GRAIN SIZE - mm

% 3" 7% GRAVEL % SAND % SILT % CLAY

] 0.0 3.4 35.5 35.6 25.5

LL Pl Dgs D60 Dsp Dap D15 D10 Ce Cy

] - —~ 0.398 0.054 | 0.007 [0.0015

MATERIAL DESCRIPTION USCS AASHTO

® Black Clayey SILT, Some Clay., Trace Gravel ML

Project No.: C95112 Remarks:
Project: C10299.006 Rock Isiand
® Location: GM21 @ 18 to 25 ft

TESTS BY: DwA
INPUT BY: MES
CHECKED BY: KJL

Date: 7/26/95 APPROVED BY:M‘!

GRAIN SIZE DISTRIBUTION TEST REPORT
CGC, Inc. Figure No. 1




GRAIN

SIZE DISTRIBUTION TEST REPORT

= ¢ oce
é e ¢ &7 - o o
oo > mal3%s + 2 &8 3$8g 8
. M H 8 N M M 4 ] N M M
oo | L NI
R E N s
80 b IANEETE é
N
70 B \? N : R
or 4 ] : ]
4 N (T ]
< 80 hWIERE 11
L ;\5 : M
= 50 1IN L e
w : ;
g N\ |
W 40 AL ]
o ] : 1
30 { N\ :
20 f
10 5
] e
ol i WELLELEE |l 1113 E T 1o
200 100 10.0 1.0 0.1 0.01 0.001
GRAIN SIZE - mm
% +3" % GRAVEL % SAND % SILT % CLAY
. 0.0 19.4 70.7 5.7 4.2
LL Pl Dgs Dso Dso D30 D1s 1o Ce Cy
e NP NP 6.84 0.64 | 0.44 | 0.260 [0.1601 [0.0793 | 1.33 8.0
MATERIAL DESCRIPTION USCS AASHTO
® Gray-Black F-C SAND, Some Gr, Ltl Silt, Tr Clay SW-SM
Project No.: C95112 Remarks:

Project: C10299.006 Rock Island

® Location: gM21 @ 23 to 25 ft

Date: 7/26/95

GRAIN SIZE DISTRIBUTION TEST REPORT

CGC, Inc.

TESTS BY: DwA

INPUT BY: MES

CHECKED BY: KJL

APPROVED BY: @m

Figure No.

1




GRAIN SIZE DISTRIBUTION TEST REPORT
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MATERIAL DESCRIPTION USCcs AASHTO
@ Black Fine-Coarse SAND, Some Gr, Tr Silit & Clay SP-SM
Project No.: C95112 Remarks:

Project: C10299.006 Rock Isiand
& Location:GM22 @ 12 to 14 ft

TESTS BY: DWA
INPUT BY: MES

CHECKED BY: KJL
Date: 7/26/95 APPROVED BY:

GRAIN SIZE DISTRIBUTION TEST REPORT
CGC, Inc. Figure No. 1




GRAIN SIZE DISTRIBUTION TEST REPORT
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MATERIAL DESCRIPTION UsCs AASHTO

® Black Fine-Coarse SAND, Trace Silt, Gr & Clay SP-SM

Project No.: C95112 Remarks:
Project: C10299.006 Rock Isliand TESTS BY: DWA

8 Location: GM22 @ 16 to 18 ft
INPUT BY: MES

CHECKED BY: KJL

Date: 7/26/95 APPROVED BY: M

GRAIN SIZE DISTRIBUTION TEST REPORT
CGC, Inc. Figure No. 1
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CRAIN SIZE DISTRIBUTION TEST REPORT
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MATERIAL DESCRIPTION USCS AASHTO
® Gray Fine-Coarse SAND, Some Gravel, Trace Clay SP
Project No.: C85112 Remarks:

Project: C10299.006 Rock Island
® Location: GM22 @ 22 to 24 ft

TESTS BY: DWA
INPUT BY: MES
CHECKED BY: KJL

Date: 7/26/95 APPROVED BY: \\g&m

GRAIN SIZE DISTRIBUTION TEST REPORT
CGC, Inc. Figure No. 1
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MATERIAL DESCRIPTION

USCS

AASHTO

@® Black Fine-Cearse SAND, So Gr,

Tr Silt & Clay

SP~-SM

Project No.:
Project:

® Location:

c95112
C10299.006 Rock Island
GM20D @ 13 to 15 ft

Date: 7/26/95

GRAIN SIZE DISTRIBUTION TEST REPORT

CGC, Inc.

Remarks:

TESTS BY: DWA
INPUT BY: MES
CHECKED BY: KJL

APPROVED BY: m

Figure No.
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MATERIAL DESCRIPTION

USCS

AASHTO

® Gray-Black Lean CLAY, Trace Sand

CL

Project No.: €C85112
Project: CI10299.006 Rock
8 Location: gM20D @ 17 to 19 ft

|sland

Date: 7/26/95

CGC, Inc.

GRAIN SIZE DISTRIBUTION TEST REPORT

Remarks:

TESTS BY: DWA
INPUT BY: MES
CHECKED BY: KJL

APPROVED BY: M

Figure No. 1
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Project: C10299.006 Rock Island
® Location: GM20D @ 19 to 21 ft

Date: 7/26/95

MATERIAL DESCRIPTION uscs AASHTO
® Gray Fine-Coarse SAND, Some Siit & Gr, Lt! Clay SM
Project No.: C95112 Remarks:

TESTS BY: DWA
INPUT BY: MES
CHECKED BY: KJL
APPROVED BY:

GRAIN SIZE DISTRIBUTION TEST REPORT

CGC, Inc.

Figure No. 1
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DISTRIBUTION TEST REPORT

Project: C10299.006 Rock
® Location: GM20D @ 21 to 23 ft

Island

Date: 7/26/95

TESTS BY: DWA
INPUT BY: MES
CHECKED BY: KJL
APPROVED BY:

GRAIN SIZE DISTRIBUTION TEST REPORT

CGC, Inc.

1

Figure No.
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MATER AL DESCRIPTION uscs AASHTO
@ Gray F-C SAND, Some Gravel, Trace Si & ClI SW-SM
Project No.: C95112 Remarks:
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MATERIAL DESCRIPTION

USCS

AASHTO

@ Black F-C SAND, Some Bravel,

Trace Si

& Cl

SP-SM

Project No.:
Project:

@& Location:

Date: 7/26/95

c95112
C10299.006 Rock
GM25D @ 15 to 17 ft

Isiand

GRAIN SIZE DISTRIBUTION TEST REPORT

CGC,

Inc.

Remarks:
TESTS BY: DWA
INPUT BY: MES

APPROVED BY:

Figure No. 1

CHECKED BY: KJL
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MATERIAL DESCRIPTION

USCS

AASHTO

® Black F-C SAND, Little Silt,

Trace Cilay

SM

Project No.:
Project:

8 Location:

Date: 7/26/95

co5112
C10299.006 Rock
GM25D @ 17 to 19 ft

island

Remarks:

TESTS BY: DWA
INPUT BY: MES
CHECKED BY: KJL

GRAIN SIZE DISTRIBUTION TEST REPORT

CGC,

Inc.

Figure No. 1

APPROVED BY: w




GRAIN SIZE DISTRIBUTION TEST REPORT
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MATERIAL DESCRIPTION Uscs AASHTO
® Gray—-Black Lean CLAY, Trace Sand CL
Project No.: C985112 Remarks:
Project: C10299.006 Rock Island TESTS BY: DWA

® Location: GM25D @ 19 to 21 ft
INPUT BY: MES

CHECKED BY: KJL

Date: 7/26/95 APPROVED BY:
GRAIN SIZE DISTRIBUTION TEST REPORT

CGC, Inc. Figure No. 1
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GRAIN SIZE DISTRIBUTION TEST REPORT
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MATERIAL DESCRIPTION USCSs AASHTO

® Gray F-C SAND & GRAVEL, Trace Silt SP

Project No.: C95112 Remarks:
Project: Ci10299.006 Rock Island
® Location: GM25D @ 25 to 27 ft

TESTS BY: DWA
INPUT BY: MES
CHECKED BY: KJL

Date: 7/26/95 APPROVED BY: w

GRAIN SIZE DISTRIBUTION TEST REPORT
CGC, Inc. Figure No. 1




GRAIN SIZE DISTRIBUTION TEST REPORT
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MATERIAL DESCRIPTION Uscs AASHTO

® Gray F-C SAND & GRAVEL, Trace Silt SP

Project No.: C95112 Remarks:
Project: Cl10299.006 Rock Island
® lLocation: GM25D @ 23 to 25 ft

TESTS BY: DWA
INPUT BY: MES
CHECKED BY: KJL
Date: 7/26/95 APPROVED BY:

GRAIN SIZE DISTRIBUTION TEST REPORT

CGC, Inc. Figure No. 1




GRAIN SIZE DISTRIBUTION TEST REPORT
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MATERIAL DESCRIPTION USCs AASHTO

® Brown Fine-Coarse SAND, Trace Silt & Clay SP

Project No.: C95112 Remarks:
Project: C10299.006 Rock Island
® Location: GM23D @ 34 to 36 ft

TESTS BY: DWA
INPUT BY: MES

CHECKED BY: KJL

Date: 8/3/95 APPROVED BY: m

GRAIN SIZE DISTRIBUTION TEST REPORT
(:(;(:, Inc. Figure No. 1




GRAIN SIZE DISTRIBUTION TEST REPORT
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LL Pl Dgs Deo Dso D3p D15 D10 Ce Cy

L NP NP 13.96 9.68 7 .31 2.061 ]10.6442 {0.3972 | 1.07 25.1

MATERIAL DESCRIPTION uUscs AASHTO

® Brown Fine—-Coarse SAND & GRAVEL, Tr Silt & Clay GW

Project No.: C95112 Remarks:
Project: C10299.006 Rock Island
® Location: GM23D @ 36 to 38 ft

TESTS BY: DWA
INPUT BY: MES
CHECKED BY: KJL

Date: 8/3/95 APPROVED BY: &M}\

GRAIN SIZE DISTRIBUTION TEST REPORT
CGC, Inc. Figure No. 1




GRAIN SIZE DISTRIBUTION TEST REPORT
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LL Pl Dgs Deo Dso D3o D15 D10 Ce Cy

. NP NP 16.22 8.65 5.65 0.865 [(0.4742 (0.3319 | 0.28 26.1

MATERIAL DESCRIPTION USCS AASHTO

® Brown Fine—-Coarse SAND & GRAVEL, Tr Silt & Clay GP

Project No.: C95112 Remarks:
Project: C10299.006 Rock Island TESTS BY: DWA

® Location: 38 to 40 ft
GM23D @ INPUT BY: MES

CHECKED BY: KJL

Date: 8/3/95 APPROVED BY: MD\

GRAIN SIZE DISTRIBUTION TEST REPORT
CGC, Inc. Figure No. 1




GRAIN SIZE DISTRIBUTION TEST REPORT

= g cd
¢ c £ - = o o
100 = mmil 3% :+ g8 8 g8 38
90 _\5 f
o \
70 §§\ ! HE
o0 E ; 111
u ] 111
E 60 ] EARE
L ] ‘HE
.
& 7° \
% \l\ !
u 40 : L
a \ ] 1l
30 N ik
N
20 e
10 |
: :.I'
: : : L 5 : E : H‘
o L : I IR S ¢ : 1 1 1 O —— |
200 100 10.0 1.0 0.1 0.01 0.001
GRAIN SIZE — mm
% +3" % GRAVEL % SAND % SILT % CLAY
® 0.0 41.3 S2.1 4.9 .7
LL Pl Pes g0 Dso D30 D15 1o Ce Cy
. NP NP 9.75 4.94 3.30 0.839 (0.3342(|0.1637 | 0.87 30.2
MATERIAL DESCRIPTION USscs AASHTO
® Brown Fine-Coarse SAND & GRAVEL, Tr Silt & Clay SP-SM
Project No.: C95112 Remarks:

C10299.006 Rock Island

GM23D @ 40 to 42 ft

Project:
@ Location:

Date: 8/3/95

GRAIN SIZE DISTRIBUTION TEST REPORT

CGC, Inc.

Figure No.

TESTS BY: DWA
INPUT BY: MES
CHECKED BY: KJL
APPROVED BY:

1




GRAIN SIZE DISTRIBUTION TEST REPORT
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. NP NP 13.80 9.91 6.47 1.062 10.5321 10.3097 | 0.37 32.0

MATERIAL DESCRIPTION USCs AASHTO

® Brown Fine-Coarse SAND & GRAVEL, Tr Silt & Clay GP

Project No.: C95112 Remarks:
Project: C10299.006 Rock Island TESTS BY: DWA

@ Location: GM23D @ 42 to 44 ft
INPUT BY: MES

CHECKED BY: KJL

Date: 8/3/95 APPROVED BY:
GRAIN SIZE DISTRIBUTION TEST REPORT

CGC, Inc. Figure No. 1
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LL Pl Dgs Deo Dso Dap D15 D10 Ce Cy

. NP NP 13.34 8.81 5.89 0.832 [0.4618 |0.2848 | 0.28 30.9

MATERIAL DESCRIPTION USCS AASHTO

® Brown Fine-Coarse SAND & GRAVEL, Tr Silt & Clay GP-GM

Project No.: C95112 Remarks:
Project: C10299.006 Rock Island TESTS BY: DWA

® Location: gM23D @ 49 to 51 ft
INPUT BY: MES

CHECKED BY: KJL

Date: B8/3/95 APPROVED BY: MQ

GRAIN SIZE DISTRIBUTION TEST REPORT
CGC, Inc. Figure No. 1




APPENDIX D

Upper Fill Unit Pumping Test Analysis and Drawdown Curves

GERAGHTY & MILLER, INC.
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APPENDIX E

Lower Sand and Gravel Unit Drawdown Curves

GERAGHTY & MILLER, INC.
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APPENDIX F

Lower Sand and Gravel Unit MODFLOW Analysis

GERAGHTY & MILLER, INC.
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